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R=17.4 INSULATION

14GA. GALV. STEEL ROOF, CANOPY, AND CEILING

ANODIZED ALUMINUM WINDOW FRAME

FLUORESCENT LIGHT FIXTURE

SAFETY GLAZING

14GA. PAINTED GALV. STEEL COUNTER

PAINTED STORAGE DRAWER

DUPLEX OUTLET

18GA. GALV. STEEL INNER PANEL

R=10 INSULATION

14GA. GALV. STEEL OUTER PANEL

2" X 4" GALV. STEEL TUBE BASE

12GA. GALV. 4-WAY DIAMOND

PLATE STEEL FLOOR
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Thermo panel sandwich 5 cm

Polyurethane core, edged with metal strips

Gutter and downspout

Aluminum window frame with thermal bridge,

24 mm double window pane

2+2 mm high E white glazing, argon filling

Door equipped with 4 hinges and CISA lock 

Counter, laminated particle board 30 cm

Power outlets type 'Shuko', 3 ea

Power panel, 25A GFCI main circuit breaker

16A CB for A/C, 16A CB for outlets 10A lightings

4-way diamond aluminum steel plate 4 mm

Waterproof plywood  22 mm

Styrodur 30 mm insulation
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Reinforced concrete padding 250/250/10 cm
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A/C split

A/C split

4x18 Watt luminescent light, ndimmer switch

Waterproof light fixture

Thermo panel 25 mm, stirodure

core, aluminum plate outside,

powder panted green, white

PVC from inside
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