
1



 

PART-1 GENERAL                                                                                                MAXIMUM CEILING HEIGHT 9’0” 
1.01 DESCRIPTION                                                                                              MINIMUM CEILING HEIGHT 7’6” 

A. Steel compartment work includes the following: 
1. Ceiling hung partitions. 

B. Furnish all labor and materials necessary for the completion of work in this section as shown on the contract 
drawings and specified herein. 

C. Work in this section shall include but is not limited to: 
1. Toilet compartments 
2. Hardware for toilet compartments 
3. Shop drawings and working drawings 
4. Manufacturer’s guarantee 

D. Related work specified elsewhere shall include accessories and anchorage/blocking for attachment of 
compartments. 

1.02 PRODUCTS 
A. Submittal of shop drawings and details, for architects approval. 
B. Colors shall be selected from the manufacturer’s standard range of colors. 
C. Color and hardware samples shall be submitted for approval to the architect upon request. 

PART-2 PRODUCTS 
 2.01 MANUFACTURER 

        A. Toilet compartments to be supplied by Global Partitions, Eastanollee, GA 30538. 
2.02 MATERIALS 

A. Doors and panels shall be 1” thick, constructed of two sheets of 22-gauge galvanized stretcher-leveled quality 
steel formed and bonded under pressure with a non-toxic adhesive to a resin-impregnated, sound-deadening 
honeycomb core. 

B. Pilasters shall be 1-1/4”, constructed of two sheets of 18-gauge galvanized steel, formed and bonded under 
pressure with a non-toxic adhesive to a full resin-impregnated, sound-deadening full-face honeycomb core. 

2.03 CONSTRUCTION 
A. Doors and panels shall be 1” thick. Edges shall be sealed with a 22-gauge steel interlocking molding.  Molding 

corners shall be welded to each other and to face sheets, and ground smooth to form a rigid frame around the 
component. 

B. Pilasters shall be 1-1/4”, constructed of two sheets of 18-gauge galvanized steel, formed and bonded under 
pressure with a non-toxic adhesive to a full resin-impregnated, sound-deadening full-face honeycomb core.  
Vertical edges shall be sealed with 20-gauge steel interlocking molding.  The bottom of each pilaster shall be 
sealed with a 22-gauge steel interlocking molding. An 11-gauge slotted stirrup bracket shall be integrally welded 
on to top of each pilaster.  Two 3/8” diameter by 6” long cadmium-plated studs anchor the mounting bracket to 
overhead structural steel members.  A shoe shall conceal each ceiling mounting, having an internal cross section 
conforming to the pilaster, and being formed of type 304 stainless steel #4 finish. 

C. All units shall be cleaned prior to application of baked GLO-GARD hybrid powder coating of at least 1.3 mil 
thickness. 

2.04  HARDWARE (NOTE: Refer to the ORDER INFORMATION CONTRACT for specific hardware to be supplied on your 
order.) 
A. All exposed door hardware shall be of chromium-plated diecast Zamac and shall be as noted: 

1. Upper door hinge is recessed and interlocked in door and includes a nylon pin within the plane of the door.  
Lower door hinge is recessed in door and includes mating box and pintle nylon cams, which provide the 
bearing surface.  The cams are adjusted to allow the door to rest at any position within a 270-degree range. 

2. Door hardware shall include a coat hook, bumper, stop, keeper and a concealed latch with emergency 
access.  

B. Wall brackets shall be secured to walls with anchoring and/or expansion shields. 
C. Pilaster shoes shall be of type 304 stainless steel #4 finish.  
D. Fasteners shall be of chrome-plated steel; door hinges and latches will be mounted with tamper resistant barrel 

nuts and machine screws; hooks and handles will be mounted with tamper resistant full-thread screws. 
PART-3 EXECUTION 
 3.01 PREPARATION 

A. Examine areas to receive toilet compartments for correct height and spacing of anchorage/blocking and 
plumbing fixtures that may affect installation of compartments.  Report any discrepancies to the architect. 

B. Take complete and accurate measurements of toilet compartment locations. 
C. Start of work constitutes acceptance of job. 

3.02 INSTALLATION 
A. Install compartments in a rigid, straight, plumb and level manner as shown on the shop drawings and 

manufacturer’s installation instructions. 
B. All doors and panels to be mounted at 12” above the finished floor unless otherwise specified. 
C. Clearance at vertical edges of door shall be uniform top to bottom. 
D. No evidence of cutting, drilling and/or patching shall be visible on the finished work. 
E. Finished surfaces shall be cleaned after installation and be left free of all imperfections. 

3.03 WARRANTY 
A. Global Partitions guarantees its powder coated steel units, properly maintained, against corrosion or 
        discoloration for 3 years from the date of receipt by the customer.  If materials are found defective during that  
        period for the reasons listed above, the material will be replaced free of charge. No credits or allowances will be  
        issued for any labor or expenses relating to the replacement of components covered under the warranty plan.   
        All such expenses are to be borne by the buyer.                                                                                             2.05 
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CEILING HUNG
POWDER COATED METAL

2.06
95 Marcus Blvd., Deer Park, New York  11729       Phone: 631-586-3330     Fax: 631-586-3455     

Website:  www.globalpartitions.com     email:  sales@globalpartitions.com

Structural steel should be 1 inch to 
1 1/2 inches above finished ceiling.
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GLOBAL powder coated steel partitions 
provide high-tech quality at an economical 
price. The powder coated finish is 
electrostatically applied over stretcher 
level quality steel. The finish is highly 
resistant to wear, fading, staining, 
scratching and scuffing. It is easily 
cleaned with mild soap and wiped dry.  

The steel is electrogalvanized to protect 
against corrosion and provide a proper 
base for the finish. The face sheets are 
held rigid and permanently in place by an 
interlocking strip welded at each corner. 
The core is cellular honeycomb which 
provides strong construction and 
maximum sound attenuation. 

GLOBAL offers a full color palette 
of popular colors for design flexibility.  

View Specifications/Drawings  
Care and Maintenance  
Powder Coated Warranty  

FAST TRACK: 48 Hour Shipping 
Available in all standard colors shown 

below - Floor Anchored/Overhead 
Braced. 

Powder Coated Color Selection Guide 

STANDARD 

    

White  
2129 

Gray 
2125 

Charcoal 
2123 

Almond 
2103 

   

Terra Cotta  
2107  

Khaki 
2115 

Sky Blue 
2131  

TEXTURES 

     

Textured Red 
3544  

Textured Black 
3511 

Textured Blue 
Frost 3536  

Textured Pine 
Forest 3553  

Textured 
Burgundy 3549  

PREMIUM TEXTURES 

  
Jungle Moss 

3570  
Pepper Dust  

3590  

Construction Features 

Honeycomb Core  Welded Corner  
4
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Care & Cleaning for:  
Powder Coated Toilet Partitions  

 

To provide Powder Coated toilet partitions with the proper care and maintenance, the following 
instructions must be followed:  

All surfaces should be cleaned with a mild liquid soap only.  The finish should then be wiped 
and dried.  In areas containing showers, either self-contained or tiled-in units, the partitions in 
these rooms must receive ventilation from the outside so that excess humidity can escape.  

Under no circumstance should the following agents be used:  

Abrasive powders or scouring pads  
Water closet cleaners  
Ceramic tile cleaners  
Solutions containing more than 1% by volume of ammonia  
Solutions containing acids or lye  
Solutions containing enzymes  

If the above instructions are adhered to, our product provides years of dependable service. 
Global Partitions shall not accept responsibility for product failure if the above instructions are 
not followed. 

GLOBAL PARTITIONS | 2171 LIBERTY HILL ROAD | EASTANOLLEE, GEORGIA 30538 
706-827-2700   FAX: 706-827-2710 
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Powder Coated Warranty  

 

GLOBAL PARTITIONS guarantees that the restroom partitions shall be  
fabricated in accordance with GLOBAL’S approved drawings and specifications.  
 
GLOBAL PARTITIONS guarantees its powder coated steel partitions, properly  
maintained, against chipping, flaking, cracking or discoloration, for 3 YEARS from the date of  
receipt by the customer. If material is found defective during that period, the material shall be  
replaced free of charge. No credits or allowances shall be issued for any labor or expenses  
relating to the replacement of components covered under the warranty plan.  
 
This warranty shall not be applicable if vandalism or improper cleaning/maintenance of  
partitions has contributed as just cause for partition failure.  
 
 
 
GLOBAL PARTITIONS  
EASTANOLLEE, GEORGIA  

GLOBAL PARTITIONS | 2171 LIBERTY HILL ROAD | EASTANOLLEE, GEORGIA 30538 
706-827-2700   FAX: 706-827-2710 
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69
Photo reproductions may not match the exact color of tile.

Gray

Extrema II
glazed rectified colored-body porcelain floor tile • PEI IV/III • STS M

floor tile  24” x 24”*, 12” x 24”

*24” x 24” available by special order only
Beige

trim (Available in all colors)

Surface Bullnose
3” x 12”

Gray Black

COLORED
B O D Y
PORCELAIN



139
Photo reproductions may not match the exact color of tile.

Pietra Cristal
glass & natural stone wall tile • STS R

Crema Strato Mosaic, Crema Cubic Mosaic, Barcelona II Moka matte finish

Geometrics mosaic  12” x 12”

mosaic   12” x 12”

Blanco Beige Brown

Crema Cubic Mosaic
1” x 1”

Crema Strato Mosaic

Crema Serpentine Mosaic

Golden Emperador
Cubic Mosaic
1” x 1”

Golden Emperador
Strato Mosaic

Golden Emperador 
Serpentine Mosaic

Nero Bianco Cubic 
Mosaic
1” x 1”

Nero Bianco Strato 
Mosaic

Nero Bianco
Serpentine Mosaic

Topaz Cubic Mosaic
1” x 1”

Topaz Strato Mosaic

Topaz Serpentine 
Mosaic



Internacional de Ceramica S.A de C.V.

Ave. Carlos Pacheco 7200
Sector 26

Chihuahua, Chih. C.P. 31060 

Mexico
Distributor's Telephone Number

CAS Number OSHA PEL 
(mg/m3)

ACGIH TLV 
(mg/m3)

Other Limits 
Recommended

1 Crystalline Silica (Quartz) 7631-86-9 10/%SiO2 +2 0.05

2 Amorphous Silica (fused) 60676-86-0 80/%SiO2 0.1

 

not applicable

not applicable

not applicable

LEL UEL
not applicable not applicable

Extinguishing Media

Section III - Physical/Chemical Characteristics

Section I - Manufacturer & Distributor Information

Boiling Point (Specify  oF or  oC)

Vapor Pressure (mm Hg.)

Vapor Density (AIR = 1)

1.75 - 2.93

> 2000 oF

not applicable

Specific Gravity                                          
(H 2 O = 1)

Melting Point

Evaporation Rate                                   
(Butyl Acetate = 1)

Occupational Safety and Health Administration                                                                  Adapted 
from FORM  174, Sept. 1985    (Non-Mandatory Form)  

Concentration (%)

< .5%

Emergency Telephone Number

Note: Blank spaces are not permitted. If any item is not applicable, or no 
information is available, the space must be marked to indicate that.

Date Prepared

011-521-429-1111 ext 2301

214-503-5503

May be used to comply with OSHA's Hazard Communication Standard,                              
29 CFR 1910.1200. Standard must be consulted for specific requirements.

Hazardous Components                                          
(Specific Chemical Identity; Common Name(s))

IDENTITY (As Used on Label and List)

Manufacturer's Name

Interceramic Tile & Stone

Distributor's Name

Section II - Hazard Ingredients/Identity Information

Address (Number, Street, City, State, Country and Postal Code)
011-521-429-1111 ext 2301INTERCERAMIC

U.S. Department of Labor

62-71

Material Safety Data Sheet

Unusual Fire And Explosion Hazards

None required.

O+D15

not applicable
Flash Point (Include Method Used To Determine)

Flammable Limits

None required.  Non-flammable.
Special Fire Fighting Procedures

None required.

Telephone Number For Information

Solubility In Water Appearance And Odor

Insoluble Brittle solid; color may vary and Odorless

Section IV - Fire and Explosion Hazard Data

Page 1 of 3

Interglass (Series Glass & Mosaic Glass- Pietra Cristal)

7/26/2012

Signature Of Preparer (Optional)



Unstable

Stable

Hazardous Polymerization Will Not Occu

Inhalation Yes Skin? Yes Ingestion? No

NTP? Yes IARC 
Monographs? Yes OSHA 

Regulated? Yes

 

Medical Conditions Generally Aggravated By Exposure

Emergency And First Aid Procedures

 

Section VII - Precautions for Safe Handling and Use

Steps To Be Taken In Case Material Is Released Or Spilled

Employ closed system and/or local exhaust ventilation.  Use wet methods if needed to reduce generation of dust.  Use respiratory 
protection in the absence of engineering controls.  

Waste Disposal Method

Waste should be disposed of in a landfill certified to accept such materials in accordance with federal, state, and local regulations. 

Other Precautions

Signs And Symptoms Of Exposure

Section VI - Health Hazard Data

Health Hazards (Acute and Chronic)

Carcinogenicity:                                         

Route(s) Of Entry:                          

not applicable

Not applicable
Will not occur

Hazardous Decomposition Or Byproducts
Under normal conditions these products do not release hazardous materials after installation.

Conditions To Avoid

Section V - Reactivity Data

Avoid contact with acids (e.g., acetic, hydrofluoric, etc.)

Conditions To Avoid

Stable in current 
form.

Avoid contact with acids (e.g., acetic, hydrofluoric, etc.)

Incompatibility (Materials To Avoid)

not applicable

Page 2 of 3

Carcinogenicity -  Respirable crystalline silica (quartz) is classified by International Agency for Research on Cancer (IARC) as a human 
carcinogen.  Intact glass is not believed to be hazardous and limited potential of exposure exists for crystalline silica (quartz) during 
installation, disposal, and/or if damaged.  Crystalline silica is described in ACGIH and NIOSH as being identified in other sources as a 
suspected human carcinogen; however, fused silica is reported only by ACGIH as a suspected human carcinogen.

 Existing  lung  disease  my  be  aggravated  after  exposure  to  glass dusts.

Skin:  Wash dust off any affected area with soap and water.
Inhalation:  Remove the victim to fresh air if exposed to large amounts of glass cutting dust.  Administer artificial respiration if 
breathing has stopped.  Keep victim at rest.  Call for prompt medical attention.
Ingestion:  Not applicable for intact glass.

Excessive exposure to dust can cause eye, skin, and lung irritation from mechanical abrasion.  Long term exposure to silica dusts can
 lead to silicosis.

Hazardous Polymerization May Occu

*  Have emergency eyewash station available in area where glass are cut.

Precautions To Be Taken In Handling And Storing

Shelf life is unlimited.  Do not store near acids.  If glass contact some acids, there is limited potential for leaching heavy metals.

Acute -  Excessive exposure to glass dust can cause eye, skin, and lung irritation from mechanical abrasion.  Ingestion is not 
applicable for intact glass . 

Chronic -  Not applicable for intact glass.  Excessive exposure to glass dust can cause discomfort and mechanical irritation.  
Long term exposure to silica dusts can lead to silicosis.

Broken glass could be sharp; therefore, appropriate gloves should be worn if working with broken product.



Toxic Substance Control Act (TSCA)

Other information

National Fire Protection Act Hazard Rating:   Health:     0 Fire:     0 Reactivity:     0
Hazardous Material Information System Rating   Health:     0 Fire:     0 Reactivity:     0

This product contains chemicals known to the State of California to cause cancer and/or birth defects or other reproductive harm 
however, it is fired near 1200°C, so those chemicals are not released and they are inhert under normal conditions of use.

Cotton or leather work gloves should be worn when cutting this product to minimize skin exposure.  Wash hands prior to eating
drinking, or smoking, and at the end of the work shift, after cutting operations are conducted.

Eye Protection:
Use dust-proof goggles or safety glasses with side shields.  Contact lenses may absorb irritants.  Do not wear contact lenses in work 
areas.

Skin Protection:

Other Protective Clothing or Equipment:

Ventilation:
Use adequate ventilation to keep exposure to dust below recommended exposure levels.  Avoid inhaling dust.  The highest probability 
of silica exposure occurs during dry cutting.  Wet cutting methods are recommended.

Section VIII - Control Measures

This product and/or its components have been introduced into U.S. commerce and is listed in the Toxic Substance Control Act (TSCA) 
Inventory of Chemicals in Commerce.  Hence, it is subject to all applicable provisions and restrictions under TSCA 40 CFR Section 721 
and 723.250.

Section VIIII - Regulatory Section

Page 3 of 3

Respiratory Protection (Specify Type)
Glass should be cut using wet-saw methods.  Use of a properly fitted NIOSH/MSHA approved particulate respirator is 
recommended when cutting glass dry.

Note:  Personal protection information listed above is based upon general information as to normal uses and conditions.  Where special 
or unusual uses or conditions exist, it is suggested that the expert assistance of an industrial hygienist or other qualified professional 
be sought. 

Title 22 Division 2, California Code of Regulation Chapter  3 (Proposition 65)

Antimony, Arsenic, Barium, Beryllium, Cadmium, Cobalt, Chromium, Mercury, Manganese, Nickel, Lead, Silver, Thallium, Vanadium, 
and Zinc.

SARA Reporting
This glass contains < 0.1 percent by weight each of the following elements which are SARA 313 Recordable:

Department  of  Transportation  (DOT)  Regulations
 Glass is not regulated by DOT.



Internacional de Ceramica S.A de C.V.

Ave. Carlos Pacheco 7200
Sector 26

Chihuahua, Chih. C.P. 31060 

Mexico
Distributor's Telephone Number

CAS Number OSHA PEL 
(mg/m3)

ACGIH TLV 
(mg/m3)

Other Limits 
Recommended

1 Crystalline Silica (Quartz) 7631-86-9 10/%SiO2 +2 0.05

2 Amorphous Silica (fused) 60676-86-0 80/%SiO2 0.1

 

not applicable

not applicable

not applicable

LEL UEL
not applicable not applicable

Extinguishing Media

Section III - Physical/Chemical Characteristics

Section I - Manufacturer & Distributor Information

Boiling Point (Specify  oF or  oC)

Vapor Pressure (mm Hg.)

Vapor Density (AIR = 1)

1.75 - 2.93

> 2000 oF

not applicable

Specific Gravity                                          
(H 2 O = 1)

Melting Point

Evaporation Rate                                   
(Butyl Acetate = 1)

Occupational Safety and Health Administration                                                                  Adapted 
from FORM  174, Sept. 1985    (Non-Mandatory Form)  

Concentration (%)

< .5%

Emergency Telephone Number

Note: Blank spaces are not permitted. If any item is not applicable, or no 
information is available, the space must be marked to indicate that.

Date Prepared

011-521-429-1111 ext 2301

3/5/2007

Signature Of Preparer (Optional)

214-503-5503

May be used to comply with OSHA's Hazard Communication Standard,                              
29 CFR 1910.1200. Standard must be consulted for specific requirements.

Hazardous Components                                          
(Specific Chemical Identity; Common Name(s))

IDENTITY (As Used on Label and List)

Manufacturer's Name

Interceramic Tile & Stone

Distributor's Name

Section II - Hazard Ingredients/Identity Information

Address (Number, Street, City, State, Country and Postal Code)
011-521-429-1111 ext 2301INTERCERAMIC

U.S. Department of Labor

62-71

Material Safety Data Sheet

Unusual Fire And Explosion Hazards

None required.

O+D15

not applicable
Flash Point (Include Method Used To Determine)

Flammable Limits

None required.  Non-flammable.
Special Fire Fighting Procedures

None required.

Telephone Number For Information

Solubility In Water Appearance And Odor

Insoluble Brittle solid; color may vary and Odorless

Section IV - Fire and Explosion Hazard Data

Page 1 of 3

Glazed Porcelain Tile



Unstable

Stable

Hazardous Polymerization May Occu

Hazardous Polymerization Will Not Occu

Inhalation Yes Skin? Yes Ingestion? No

NTP? Yes IARC 
Monographs? Yes OSHA 

Regulated? Yes

 

Excessive exposure to tile dust can cause eye, skin, and lung irritation from mechanical abrasion.  Long term exposure to silica dusts 
can lead to silicosis.

 Existing lung disease my be aggravated after exposure to tile dusts.

Medical Conditions Generally Aggravated By Exposure

Emergency And First Aid Procedures

*  Have emergency eyewash station available in area where tiles are cut.
 

Broken tile could be sharp; therefore, appropriate gloves should be worn if working with broken product.

Skin:  Wash dust off any affected area with soap and water.
Inhalation:  Remove the victim to fresh air if exposed to large amounts of tile cutting dust.  Administer artificial respiration if breathing 
has stopped.  Keep victim at rest.  Call for prompt medical attention.
Ingestion:  Not applicable for intact tiles.

Section VII - Precautions for Safe Handling and Use

Steps To Be Taken In Case Material Is Released Or Spilled

Employ closed system and/or local exhaust ventilation.  Use wet methods if needed to reduce generation of dust.  Use respiratory 
protection in the absence of engineering controls.  

Waste Disposal Method

Waste should be disposed of in a landfill certified to accept such materials in accordance with federal, state, and local regulations. 

Precautions To Be Taken In Handling And Storing

Shelf life is unlimited.  Do not store near acids.  If tiles contact some acids, there is limited potential for leaching heavy metals.

Other Precautions

Signs And Symptoms Of Exposure

Section VI - Health Hazard Data

Health Hazards (Acute and Chronic)

Chronic -  Not applicable for intact tiles.  Excessive exposure to tile dust can cause discomfort and mechanical irritation.  Long term 
exposure to silica dusts can lead to silicosis.

Carcinogenicity -  Respirable crystalline silica (quartz) is classified by International Agency for Research on Cancer (IARC) as a human 
carcinogen.  Intact tile is not believed to be hazardous and limited potential of exposure exists for crystalline silica (quartz) during 
installation, disposal, and/or if damaged.  Crystalline silica is described in ACGIH and NIOSH as being identified in other sources as a 
suspected human carcinogen; however, fused silica is reported only by ACGIH as a suspected human carcinogen.

Carcinogenicity:                                         

Route(s) Of Entry:                          

Acute -  Excessive exposure to tile dust can cause eye, skin, and lung irritation from mechanical abrasion.  Ingestion is not applicable 
for intact tile. 

not applicable

Not applicable
Will not occur

Hazardous Decomposition Or Byproducts
Under normal conditions these products do not release hazardous materials after installation.

Conditions To Avoid

Section V - Reactivity Data

Avoid contact with acids (e.g., acetic, hydrofluoric, etc.)

Conditions To Avoid

Stable in current 
form.

Avoid contact with acids (e.g., acetic, hydrofluoric, etc.)

Incompatibility (Materials To Avoid)

not applicable

Page 2 of 3



Title 22 Division 2, California Code of Regulation Chapter 3 (Proposition 65)

SARA Reporting
This tile contains < 0.1 percent by weight each of the following elements which are SARA 313 Recordable:

Department of Transportation (DOT) Regulations
Tile is not regulated by DOT.

Toxic Substance Control Act (TSCA)

Other information

National Fire Protection Act Hazard Rating:   Health:     0 Fire:     0 Reactivity:     0
Hazardous Material Information System Rating   Health:     0 Fire:     0 Reactivity:     0

This product contains a chemical or chemicals known to the State of California to cause cancer and/or birth defects or other 
reproductive harm.

Cotton or leather work gloves should be worn when cutting this product to minimize skin exposure.  Wash hands prior to eating
drinking, or smoking, and at the end of the work shift, after cutting operations are conducted.

Eye Protection:
Use dust-proof goggles or safety glasses with side shields.  Contact lenses may absorb irritants.  Do not wear contact lenses in work 
areas.

Skin Protection:

Other Protective Clothing or Equipment:
Note:  Personal protection information listed above is based upon general information as to normal uses and conditions.  Where special 
or unusual uses or conditions exist, it is suggested that the expert assistance of an industrial hygienist or other qualified professional 
be sought. 

Ventilation:
Use adequate ventilation to keep exposure to dust below recommended exposure levels.  Avoid inhaling dust.  The highest probability 
of silica exposure occurs during dry cutting.  Wet cutting methods are recommended.

Respiratory Protection (Specify Type)
Tiles should be cut using wet-saw methods.  Use of a properly fitted NIOSH/MSHA approved particulate respirator is recommended 
when cutting tiles dry.

Section VIII - Control Measures

This product and/or its components have been introduced into U.S. commerce and is listed in the Toxic Substance Control Act (TSCA) 
Inventory of Chemicals in Commerce.  Hence, it is subject to all applicable provisions and restrictions under TSCA 40 CFR Section 721 
and 723.250.

Section VIIII - Regulatory Section

Antimony, Arsenic, Barium, Beryllium, Cadmium, Cobalt, Chromium, Mercury, Manganese, Nickel, Lead, Silver, Thallium, Vanadium, 
and Zinc.

Page 3 of 3
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