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DESCRIPTION SALIENT CHARATERISTICS QTY UNIT UNIT 
PRICE

TOTAL 
PRICE

1 Angle Grinder DW28490
or Equal

Power Input 2000 Watts 
Power Output 1054 Watts 
No Load Speed 6500 rpm 
Max. Disc Diameter 230 mm 
Spindle Thread M14 
Weight 5.5 kg 
Length 490 mm

4 Each   

2 Random orbit sander
D26451 or Equal

Random orbit sander: (Amps 3,0 Amps, orbits Min
12.000 opm, orbit diameter 3/32", dust collectionYes,
Paper size Type 5" 8 hole hook & lope, SFPM N/A,

4 Each   

3 Die Grinder DW887 or
Equal

Die Grinder (Amps 3,5 AC/DC Amps., Max Watts
Out 350w, No load speed 25000 RPM, Use
Accessories Rpm 25000 RPM, Spindle lock N/A,
S i dl Th d 1/4" ll t S it h t ddl /l k

4 Each   

4 Top Handle Jigsaw DW
341 or Equal

Power input W 550 Power output W 290 No-load
speed min-10-3,100Stroke length mm 20 Cutting
depth in: - wood mm 85 - aluminium mm 20 - steel
mm 10 - stainless steel alloy mm 3
Bevel angle adjustment (l/r) 0-45˚ Cord length m 2.5
Weight kg 2.0
Power input W 550 Power output W 290 No load

4 Each   

5
Gravity Feed Spray Gun
CAMPBELL DH 7900 or
Equal

SCFM Required
@ 40 psi . . . . . . . . . . . . . 8.9 Continuous
Fluid Nozzle Size . . . . . . . . . . . . . .0.055"
Fluid Delivery Speed . . . . .Medium-Fast
Feed Type . . . . . . . . . . . . . . . . . . .Gravity
Mix Type . . . . . . . . . . . . . . . . . . .External
Bleed Type . . . . . . . . . . . . . .Non-Bleeder
Normal Inlet
Air Pressure . . . . . . . . . . . . . . .30-40 psiG
Max. Inlet
Air Pressure (HVLP) . . . . . . . . . . . 40 psiG
SCFM Required
@ 40 psi . . . . . . . . . . . . . 8.9 Continuous
Fluid Nozzle Size . . . . . . . . . . . . . .0.055"
Fluid Delivery Speed . . . . .Medium-Fast
Feed Type . . . . . . . . . . . . . . . . . . .Gravity
Mix Type . . . . . . . . . . . . . . . . . . .External
Bleed Type . . . . . . . . . . . . . .Non-Bleeder
Normal Inlet
Air Pressure . . . . . . . . . . . . . . .30-40 psiG
Max. Inlet
Air Pressure (HVLP) 40 psiG

4 Each   

6 Sheet Palm Grip Sander
DW26441 or Equal

1/4 Sheet Palm Grip Sander: (Amps 2,4 Amps, 
Orbits/Min 14.000 opm, Orbit Diameter 1/16", Dust 
collection Yes, Paper Size/type: 1/4 sheet, SFPM N/A,

4 Each   

7 Dual Range Hammerdrill
DW505 or Equal

1/2" VSR Dual Range Hammerdrill: (AMPS 7,8 
AMPS, Max Watts 650w, No load speed 0-1,100/0-
2,700 rpm, Blows/Min 0-19.000/0-46000 bpm, 
Capacity in Steel 1/2", Capacity in Wood 1-1/2", 
Concrete optimum 5/32" -3/8", kit box No, Tool 
Length 13" Tool Weight 4 8 lbs )

8 Each   

8 Full Face Mask ARSEG inhalation valve exhalation valve harness adjustmen 8 Each8 u ace as S G
or Equal

inhalation valve, exhalation valve, harness adjustmen 8 Each

9 Dual action Sander -
Campbell

Avg SCFM . . . . . . . . . . . . . .13.0 @ 70%
Continuous SCFM . . . . . .18.1 @ 100%
RPM . . . . . . . . . . . . . . . . . .Max 10,000
Sanding Pad Size . .6” dia. x 3/8” thick
Pad Thread Size . . . .5/16”-24 threads
Recommended
Sanding 6”-80, 180, 220,320 Grit   
Paper . . . . . . . . .PSA Adhesive Backed
Air Inlet . . . . . . . . . .1/4” NPT (Female)
Weight . . . . . . . . . . . . . . . . . . . .4.5 lbs.
Vibration at
handle . . . . . . . . . . . . . . . . . . . 3.6 m/s
2
S d l l dB(A)

8 Each   


	W913FT12T0078

