
QUESTIONS AND ANSWERS 

 

 

 

Q1. Please provide further information concerning the fuel types for the Heating and Diesel oil.  
 

A1. The type of Heating and Diesel oil must suitable for generators according to ΦΕΚ 332/Β/ 11/2/04 and 

ΦΕΚ 410/Β/ 11/04/01.    

 

See table below for all European specifications and parameters. 

 

 
  Όρια  Μέθοδοι 

Παράμετρος Μονάδες Ελαχ. Μεγ. ελέγχου 

Cetane index  46,0 - EN ISO 4264 

Density at 15 oC kg/m3  820 845 EN ISO 3675 
    EN ISO 

12185/1996 

Ignition point oC 55 - EN 22719 

Carbon Residue (επί 10% υπολείμματος 
απόσταξης) 

% m/m - 0,30 (α) EN ISO 10370 

Soot % m/m - 0,01 EN ISO 6245 

Water mg/kg - 200 Pr EN ISO 
12937: 1996 

Corossiveness to copper  Κλάση 1  EN ISO 2160 

Oxidation Stability g/m3  - 25 EN ISO 12205 

Airborne particles mg/kg - 24 EN ISO 12662 

Lubricity using the high-frequency 
reciprocating rig (HFRR) 

μm - 460 ISO 12156-1 

(wsd 1,4) στους 60 oC     

Viscocity at 40 oC mm2/s 2,00 4,50 EN ISO 3104 

Distillation:      
at 250 oC % (v/v) - 65 Pr EN ISO 3405: 

1998 
at 350 oC % (v/v) 85 - Pr EN ISO 3405: 

1998 
95 % (v/v) (β) oC  - 360 EN ISO 3405: 

1988 (γ) 

 


