EXHIBIT A SGT50017Q0011 ROOFING MATERIALS (PHASE I)
MAIN BUILDING

LINE
DESCRIPCION DE LA UNIT COST TOTAL COST

ITEM UNIT DESCRIPTION UNIT QUANTITY

No UNIDAD (QUETZALES) (QUETZALES)

LAMINA MASTER PANEL
(Blanca Termo Acustica
cal. 26)

MASTER PANEL
(WHITE METAL SHEET)
(Thermo Acustic cal. 26)

1 METRO DE ANCHO

1 METER WIDE.  Stuffed
. . Con relleno de .
with 2" wide Polystyrene o \ Unit/U
1 . Poliestireno de 2 . 1563
layer, density 13.  Sheet ni-dad

densidad no. 13.
metal grade 50. 2.40 ..
. Lamina grado 50.
meters long, with

. . Longitud 2.40 m. Con
fastening clips. > .
clips de fijacion.

LAMINA MASTER PANEL

MASTER PANEL
(Blanca Tragaluz)

(TRANSLUCENT METAL
1 METRO DE ANCHO.
SHEET)
2.4 mde largo,
1 METER WIDE. 2.40 . . .
resistente al impacto, | Unit/U
2 meters long, shock 30

100% bloqueo de rayos | ni-dad
UV, 98% transmision de
luz, resistentes a la
intemperie, resistentes

resistant, 100% UV

blocking, 98% light
transmission, weather
resistant, fire resistant.

al fuego.
5 WHITE CAPS METAL CAPOTESLISOS | Unit/U i
SHEETS BLANCOS ni-dad
TORNILLOS PULSER
1/4" X 1" PULSER SELF Unit/U
4 PUNTA DE BROCADE | 16000
TAPPER SCREWS - ni-dad
1/4" X 1
WHITE PLAIN METAL LAMINALSAAXE ||
5 SHEET 4X8 BLANCA e 55
(cal. 26 SELLOS) (cal. 26 SELLOS)
o | WHITE METALGUTTERS | CANALES BLANCOS DE | Unit/U o6
(cal. 26) METAL (cal. 26) ni-dad
ERIAL i
7 MATERIALS FLETE DE TRANSPORTE |V 1
TRANSPORTATION FEE ni-dad

SUB-TOTAL




MASTER PANEL
(WHITE METAL SHEET)
(Thermo Acustic cal. 26)
1 METER WIDE.  Stuffed

LAMINA MASTER PANEL
(Blanca Termo Acustica
cal. 26)

1 METRO DE ANCHO
Con relleno de

ith 2" wide Pol i
8 wit WI(,je olystyrene Poliestireno de 2” U.nlt/U 792
layer, density 13.  Sheet . ni-dad
densidad no. 13.
metal grade 50. 2.40 , .
meters long, with Ldmina grado 50.
fastenin gc’li . Longitud 2.40 m. Con
g clips. clips de fijacion.
LAMINA MASTER PANEL
MASTER PANEL
(TRANSLUCENT METAL (Blanca Tragaluz)
1 METRO DE ANCHO.
SHEET)
2.4 m de largo,
1 METER WIDE. 2.40 . . .
resistente al impacto, |Unit/U
9 meters long, shock . 30
. 100% bloqueo de rayos | ni-dad
resistant, 100% UV L,
. . UV, 98% transmision de
blocking, 98% light ]
L luz, resistentes a la
transmission, weather | . ) )
K ! k intemperie, resistentes
resistant, fire resistant.
al fuego.
10 WHITE CAPS METAL CAPOTES LISOS Unit/U 13
SHEETS BLANCOS ni-dad
TORNILLOS PULSER
11 1/4" X 1" PULSER SELF PUNTA DE BROCA DE Unit/U 3850
TAPPER SCREWS Y oan ni-dad
1/4" X1
WHITE PLAIN METAL LAMINA LISA 4X8 Unit/U
12 SHEET 4X8 BLANCA ni-dad 26
(cal. 26 SELLOS) (cal. 26 SELLOS)
13 WHITE METAL GUTTERS | CANALES BLANCOS DE |Unit/U 2
(cal. 26) METAL (cal. 26) ni-dad
MATERIALS Unit/U
14 FLETE DE TRANSPORTE 1
TRANSPORTATION FEE ni-dad

SUB-TOTAL

TOTAL




