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Renovation of Bathrooms & Window Replacement at the Marine
Security Guard Residence

Provisional Bills of Quantities

Item Quantity Rate Amount
No

BILL NO. 1

PRELIMINARIES

For preambles see "Model Preambles for Trades"

NOTES

The contractor shall agree the location of all temporary services
with the client before installation and on completion remove
same and make good.

SPECIFIC REQUIREMENTS

The Contractor shall allow for the following specific
requirements of the employer

1/1 Water for the works. (Employer to supply to the Contractor. The
Contractor shall make the necessary temporary connection and
provide meter. The Employer will take meter readings and
invoice the contactor for the water at municipal rates charged) Item

1/2 Electricity for the works. (Employer to supply to the Contractor.
The Contractor shall make the necessary temporary connection
and provide meter. The Employer will take meter readings and
invoice the Contactor for the electricity at municipal rates
charged) Item

1/3 Ablution facilities for the works. (Contractor to supply. The
Contractor shall maintain the same in a thoroughly clean and
tidy condition) Item

1/4 Occupational Health and Safety requirements as required by
Government and Contract document Item

CONTRACT PRICE ADJUSTMENT

The Contract is not subject to contract price adjustment

OWN REQUIREMENTS

The Contractor shall allow for his own preliminary and/or
overhead costs as required for the execution of the project such
as the following and any other requirements he may wish to add
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1/5 Scope of Contract

The works consist of renovation of bathrooms and window
replacement aswell as minor alterations Item

1/6 Site supervision Item

1/7 Guarantee Item

1/8 Plant including scaffolding, etc Item

1/9 Sheds Item

1/10 Insurances Item

1/11 Telecommunication Item

1/12 Transport Item

Carried to Summary N $ 
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Item Quantity Rate Amount
No

BILL NO. 2

ALTERATIONS

For preambles see "Model Preambles for Trades"

SUPPLEMENTARY PREAMBLES

Attention is directed to the relevant sections of the Model
Preambles to Trades  which forms a part of this Bill and must
be read in conjunction herewith.

The Contractor is to allow in his prices for temporary storing all
re-usable material securely on site.

The Contractor shall be responsible for compiling a complete
list of all re-usable material which will be presented to the
Quantity Surveyor and/or Principal Agent for verification.

All material removed and not re-used on this project, except
brickwork and concrete, is to be handed to the Employer. Said
material is to be transported to the local stores of the office of
the City of Windhoek and a signed receipt therefore must be
obtained from the City's representative. The Contractor is to
allow in his prices for all transport costs involved therein.

All redundant material is to be removed to an approved dump
site.

View site

Before submitting this tender the contractor shall visit the site
and satisfy himself as to the nature and extent of the work to be
done and the value of the materials contained in the buildings
or portions of the buildings to be demolished. No claim for any
variations of the contract sum in respect of the nature and
extent of the work or of inferior or damaged materials will be
entertained.

Explosives

No explosives whatsoever may be used for demolition
purposes unless otherwise stated.
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General

The Contractor shall carry out the whole of the works with as
little mess and noise as possible and with a minimum of
disturbance to adjoining premises and their tenants. He shall
provide proper protection and provide, erect and remove when
directed, any temporary tarpaulins that may be necessary
during the progress of the works, all to the satisfaction of the
principal agent.

Water supply pipes and other piping that may be encountered
and found necessary to disconnect or cut, shall be effectually
stopped off or grubbed up and removed, and any new
connections that may be necessary shall be made with proper
fittings, to the satisfaction of the principal agent.

Doors, fanlights, fittings, frames, linings, etc which are to be
re-used shall be thoroughly overhauled before refixing including
taking off, easing and rehanging, cramping up, re-wedging as
required and making good cramps, dowels, etc, and easing,
oiling, adjusting and repairing ironmongery as necessary,
replacing any glass damaged in removal or subsequently and
stopping up all nail and screw holes with tinted plastic wood to
match timber, unless otherwise described. Re-painting or
re-varnishing is given separately.

Prices for taking out of doors, windows, etc shall include for
removal of all beads, architraves, ironmongery, etc.

Prices for taking out and removing doors and frames shall
include for removing door stops, cabin hooks, etc and making
good floor and wall finishes to match existing.

With regard to building up of openings in existing walls, cement
screeds and pavings, granolithic, tops of walls, etc, shall be
levelled and prepared for raising of brickwork.

Making good of finishes shall include making good of the brick
and concrete surfaces onto which the new finishes are applied,
where necessary.

The Contractor will be required to take all dimensions affecting
the existing buildings on the site and he will be held solely
responsible for the accuracy of all such dimensions where used
in the manufacture of new items (doors, windows, fittings, etc).
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REMOVAL OF EXISTING WORK

Taking out and removing doors, windows, etc, including
thresholds, sills, burglar bars, etc, (building up openings
and making good finishes elsewhere)

2/1 Timber single door and steel frame not exceeding 2,5m2 No 4

2/2 Steel single door and steel frame not exceeding 2,5m2 No 1

2/3 Glazed steel window not exceeding 2,5m2 No 41

2/4 Glazed steel window exceeding 2,5m2 and not exceeding 5m2 No 1

Taking out and removing doors, windows, etc, including
thresholds, sills, etc, setting aside for re-use and later
refixing in similar new position

2/5 Timber single door and frame 910 x 2100mm high overall,
including rehanging timber door and re-using all ironmongery in
new frame (New frame measured elsewhere) No 1

Taking down and removing ceilings

2/6 Gypsum plasterboard ceiling, including cornices, timber
brandering, etc m2 24

Taking down and removing sundry joinery work, fittings,
etc

2/7 Timber sink cupboard 1000 x 400 x 950mm high, including sink
and disconnecting waste and water pipes No 1

Taking out and removing ironmongery

2/8 Towel rail not exceeding 1500mm long from wall No 1

2/9 Towel ring from wall No 1

2/10 Toilet paper holder from wall No 3

2/11 Shower try from wall No 1

2/12 Wash hand basin try from wall No 3

2/13 Medicine cabinet 50 x 400 x 300mm high from wall No 1
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Hacking up/off and removing ceramic tiles including
removing mortar bed or adhesive from concrete or
brickwork and preparing surfaces for new screed, plaster,
tiles finish, etc

2/14 Tiles from floors m2 23

2/15 Tiles from walls m2 85

Taking out and removing piping, sanitary fittings, etc,
including cutting off as necessary, disconnecting piping
from fittings

2/16 Vitreous china wash hand basin, including short lengths of
piping, etc No 3

2/17 Vitreous china WC pan with cistern, including short lengths of
piping, etc No 3

2/18 Bathtub, including side walls and short lengths of piping, etc No 2

2/19 Double bath bib tap, including short lengths of piping, etc No 2

2/20 Shower doors No 1

Taking out and removing basketball hoop completely,
including setting aside for re-use and later refixing in
similar new position and making good all trades

2/21 Basketball hoop and stand not exceeding 3100mm high cast in
concrete No 1

BUILDING UP OPENINGS

Brickwork of 7MPa concrete bricks in class II mortar in
building up openings

2/22 Half brick walls m2 5

2/23 One brick walls m2 6

Sundries

2/24 Cutting toothings and bonding new brickwork to existing m2 8
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MAKING GOOD OF FINISHES, ETC

Making good ceilings, timber brandering and cornices to
match existing

2/25 Ceilings where half brick walls removed m 2

2/26 Ceilings next to new half brick walls m 11

Making good cement screeds (approximately 30mm thick)

2/27 Floors where half brick walls removed m 6

2/28 Floors shower floors was removed m2 2

Making good tiles to match existing

2/29 Floors where half brick walls removed m 2

2/30 Floors next to new half brick walls m 8

2/31 Skirting next to new half brick walls m 8

Making good internal cement plaster

2/32 Walls in patches m2 6

2/33 Walls where half brick walls removed m2 5

OPENINGS THROUGH EXISTING WALLS, ETC

Alter openings where existing doors and windows to exact
applicable size were removed in brick walls by, making
good cement plaster on both sides and in reveals, 20 MPa
concrete thresholds with steel trowelled finish and making
good tiles where applicable as well as all other damaged
items, ready to receive new aluminium doors and windows
(new doors, frames and lintels over openings and making
good paintwork elsewhere)

2/34 Opening 1511 x 1245mm high through one brick wall where
existing W01 was removed No 3

2/35 Opening 2000 x 1245mm high through one brick wall where
existing W02 was removed No 6
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2/36 Opening 2489 x 611mm high through one brick wall where
existing W03 was removed No 1

2/37 Opening 1022 x 949mm high through one brick wall where
existing W04 was removed No 3

2/38 Opening 533 x 949mm high through one brick wall where
existing W05 was removed No 9

2/39 Opening 1022 x 1540mm high through one brick wall where
existing W06 was removed No 3

2/40 Opening 2489 x 949mm high through one brick wall where
existing W07 was removed No 1

2/41 Opening 1022 x 1245mm high through one brick wall where
existing W08 was removed No 3

2/42 Opening 2000 x 949mm high through one brick wall where
existing W09 was removed No 4

2/43 Opening 1850 x 1511mm high through one brick wall where
existing W10 was removed No 1

2/44 Opening 533 x 654mm high through one brick wall where
existing W11 was removed No 1

2/45 Opening 533 x 949mm high through one brick wall where
existing W13 was removed No 3

2/46 Opening 1677 x 2100mm high through one brick wall where
existing D01 was removed No 1

2/47 Opening 890 x 2070mm high through half brick wall where
existing D02 was removed No 1

Adding prestressed fabricated lintels to altered openings
where lintels are necessary

2/48 110 x 75mm Lintels in lengths not exceeding 3m m 136
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Breaking out for and forming openings through brick walls
for new widows, doors and frames, including prestressed
concrete lintels, making good cement plaster on both
sides and into reveals, 20 MPa concrete thresholds with
steel trowelled finish and making good tiles where
applicable as well as all other damaged items ready to
receive new aluminium doors and windows (new doors
and frames and making good paintwork elsewhere)

2/49 Opening for aluminium door and frame 890 x 2070mm high
overall through one brick wall No 3

2/50 Opening for aluminium window W13 533 x 949mm high overall
through one brick wall No 1

CUTTING THROUGH EXISTING WALLS, FLOORS
AND FINISHES ETC, AND MAKING GOOD

2/51 Cut and chase in existing brick wall for pipe and making good
plaster (paint elsewhere) m 5

2/52 Cut through existing reinforced concrete surface bed or apron
not exceeding 100mm thick for laying of new pipe not
exceeding 160mm diameter and making good concrete (new
pipe elsewhere measured) m 5

CUTTING THROUGH CEILINGS

Cutting through

2/53 Gypsum platerboard ceilings and timber brandering for new 600
x 600mm trap door, including making good (Trap door
elsewhere) No 1

2/54 Gypsum plasterboard ceiling for trapdoor size 600 x 600mm
formed of 38 x 50mm wrot S.A. Pine rebated framing around
with cross bracing, covered with 9.5mm gypsum plasterboard
ceiling and fitted into opening including making good, painting
to match existing No 1

Carried Forward N $ 
Bill No. 2
Alterations

- 9 - 



2015-07-31 03:22:47 PM

Renovation of Bathrooms & Window Replacement at the Marine
Security Guard Residence

Provisional Bills of Quantities

Brought Forward N $ 

CUTTING THROUGH ROOFS

Cutting through

2/55 Roof hatch to be constructed by carefully cutting an opening of
600 x 600mm into the existing roofing material (type to be
established at site meeting), install a reinforcing frame not
exceeding 50kg under the roofing material to support and
reinforce the the opening, for human traffic, the closing section
is to be constructed of similar and approved material as the
existing roof, the opening and the hatch is to overlap the 600 x
600mm opening by 150 mm all round, the overlap should have
the same profile as the roof sheeting, and should be fitted with
a rim, the opening edge and the hatch rim and the onto which
rubber beading is to be fixed, when the hatch is closed, a
double rubber water barrier exist with the hatch sealing tightly,
including making good and paint to match existing No 1
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BILL NO. 3

CONCRETE, FORMWORK AND
REINFORCEMENT

For preambles see "Model Preambles for Trades"

SUPPLEMENTARY PREAMBLES

Cost of tests

The costs of making, storing and testing of concrete test cubes
as required under clause 7 "Tests" of SABS 1200 G shall
include the cost of providing cube moulds necessary for the
purpose, for testing costs and for submitting reports on the
tests to the architect.  The testing shall be undertaken by an
independent firm or institution nominated by the contractor to
the approval of the architect.  (Test cubes are measured
separately).

Formwork

Description of formwork shall be deemed to include use and
waste only (except where described as "left in" or "permanent"),
for fitting together in the required forms, wedging, plumbing and
fixing to true angles and surfaces as necessary to ensure easy
release during stripping and for reconditioning as necessary
before re-use.

The vertical strutting shall be carried down to such construction
as is sufficiently strong to afford the required support without
damage and shall remain in position until the newly constructed
work is able to support itself.

Formworks to soffits of solid etc shall be deemed to be slabs
not exceeding 250mm thick unless otherwise described.

Formwork to sides of bases, pile caps, ground beams, etc will
only be measured where it is prescribed by the engineer for
design reasons.  Formwork necessitated by irregularity or
collapse of excavated faces will not be measured and the cost
thereof shall be deemed to be included in the allowance for
taking the risk of collapse of the sides of the excavations,
provision for which is made in "Earthworks".
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REINFORCED CONCRETE

25MPa/19mm concrete

3/1 Slabs m3 1

TEST BLOCKS

3/2 Making and testing 150 x 150 x 150mm concrete strength test
cube consisting of a set of 3 (Provisional) Sets 1

CONCRETE SUNDRIES

Finishing top surfaces of concrete smooth with a wood
float

3/3 Surface beds, slabs, etc m2 2

FORMWORK

Rough formwork to sides

3/4 Edges, risers, ends and reveals not exceeding 300mm high or
wide m 3

Rough formwork to soffits

3/5 Slabs propped up not exceeding 1.5m m2 2

REINFORCEMENT

Fabric reinforcement

3/6 Type 311 fabric reinforcement in concrete surface beds, slabs,
etc m2 2
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BILL NO. 4

MASONRY

For preambles see "Model Preambles for Trades"

SUPPLEMENTARY PREAMBLES

Sulphide resistant cement

Insitu material is found to be very corrosive and therefor any
reinforced concrete in contact with top layers need to be
adjusted and sulphide resistant cement to be used in all
concrete below ground level i.e.

- Foundations and foundation brickwork
- Surface beds and aprons
- Manholes, thrust blocks

Tenderers must allow in all mentioned concrete rates for
sulphide resistant cement. No claim whatsoever will be
entertained in this regard.

Sizes in descriptions

Where sizes in descriptions are given in brick units, "one brick"
shall represent the length and "half brick" the width of a brick.

Hollow walls, etc

Descriptions of hollow walls shall be deemed to include leaving
every fifth perpend of the bottom course of the external skin
open as a weep hole.

Walls in two skins described as "bagged and sealed" shall be
deemed to include having the outer face of the inner skin
bagged with 1:6 cement and sand mixture and sealed with two
coats "Brixeal" or similar approved bitumen emulsion
waterproofing coating.

Pointing

Descriptions of recessed pointing to fair face brickwork and
face brickwork shall be deemed to include square recessed,
hollow recessed, weathered pointing, etc.
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Decorative blocks

Blocks shall be of approved manufacture, sound, well burnt or
cured and uniform and true in size, shape and colour.

Samples

Samples of all masonry building units, except those for walls
described as "load bearing", shall consist of a minimum of 6
units.  Samples of building units to be used in walls described
as "load bearing" shall consist of 30 units from every 30 000
units delivered to site.

SUPERSTRUCTURE

Brickwork of 7MPa concrete bricks in class II mortar

4/1 Half brick walls m2 40

BRICKWORK SUNDRIES

Brick reinforcement

4/2 75mm Wide reinforcement built in horizontally m 136

4/3 150mm Wide reinforcement built in horizontally m 20

Prestressed fabricated lintels

4/4 110 x 75mm Lintels in lengths not exceeding 3m m 6

Carried to Summary N $ 
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BILL NO. 5

CARPENTRY AND JOINERY

For preambles see "Model Preambles for Trades"

SUPPLEMENTARY PREAMBLES

Particle board

Particle board shall comply with the following specifications:

a) SABS 1300 Particle board: exterior and flooring type

b) SABS 1301 Particle board: interior type

Joinery

Descriptions of frames shall be deemed to include frames,
transomes, mullions, rails, etc.

Descriptions of hardwood joinery shall be deemed to include
pelleting of bolt holes.

Fixing

Items described as "nailed" shall be deemed to be fixed with
hardened steel nails or shot pins to brickwork or concrete.

Decorative laminate finish

Laminate finish shall be glued under pressure.  Edge strips
shall be butt jointed at junctions with adjacent similar finish.

FITTINGS

Refer to Architectural Drawing J01

Cupboards, etc

5/1 Wall cupboard 1070 x 500 x 2700mm high with top, sides,
bottom, division, shelf, double hinged doors including all
ironmongary No 1
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BILL NO. 6

CEILINGS, PARTITIONS AND ACCESS
FLOORING

For preambles see "Model Preambles for Trades"

SUPPLEMENTARY PREAMBLES

Descriptions

Items described as "nailed" shall be deemed to be fixed with
hardened steel nails or pins or shot pinned to brickwork or
concrete.

Items described as "plugged" shall be deemed to include
screwing to fibre, plastic or metal plugs at not exceeding
600mm centres, and where described as "bolted" the bolts
have been given elsewhere.

Electrical  light  fittings, diffusers, panels, etc, generally are "lay
in"  units  of  the  same dimensions as the suspension grid
described  and  allowance  must  be  made  accordingly  for
their support  inclusive  of any flexibility insetting out that may
be required (ceiling panels have not been deducted and pricing
is to take cognizance thereof).

NAILED UP CEILINGS

9mm "Gypsum Rhinoboard" ceiling board, skimmed with
''Gypsum Rhinolite'' 

6/1 Ceilings including 38 x 38mm  SA pine  brandering at 450mm
centres m2 22

CORNICE

"Styrofoam"

6/2 75mm Coved cornices m 40

INSOLATION

Non-combustible fibreglass insulation of a density not less
than 10kg/m3 bonded with an inert thermo-setting resin

6/3 "Aerolite" 100mm insulation in blanket form laid on top of ceiling m2 22
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BILL NO. 7

IRONMONGERY

For preambles see "Model Preambles for Trades"

SUPPLEMENTARY PREAMBLES

Finishes to ironmongery

Where applicable finishes to ironmongery are indicated by
suffixes in accordance with the following list:

BS Satin bronze lacquered CH Chromium plated
SC Satin chromium plated
SE Silver enamelled
GE Grey enamelled
AS Anodized silver
AB Anodized bronze
AG Anodized gold
ABL Anodized black
PB Polished brass
PL Polished and lacquered
PT Epoxy coated
SD Sanded

Items described as "bolted"

Items described as "bolted" will be deemed to include for holes
in concrete or brickwork including bolts, etc.

DOOR CLOSERS

"Dorma"

7/1 "Dorma TS 90" Cam-Action door closer No 4

SUNDRIES

Door stops

7/2 "QS" Door stop with rubber buffer plugged to wall (Code:
QS4422) No 7
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BATHROOM FITTINGS

"Franke" 

7/3 "Franke Stratos STRX673E" Recessed toilet roll holder
153x153x65mm No 3

7/4 "Franke Rodan ROD 619E" Recessed soap dispensers No 2

7/5 "Franke" Wall mounted warm air hand dryer "Jetstream
Airtronic" (Code: 359989) No 2

"Bathroom Butler"

7/6 "Bathroom Butler series 4600" Toilet brush Holder (Code:
4601POLS) No 3

7/7 "Bathroom Butler series 4600" Spare toilet paper holder (Code:
4604POLS) No 3

7/8 "Bathroom Butler series 4600" Pol chrome single robe hook
(Code: 4610POLS) No 4

Carried to Summary N $ 
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BILL NO. 8

METALWORK

For preambles see "Model Preambles for Trades"

SUPPLEMENTARY PREAMBLES

Descriptions

Descriptions of bolts shall be deemed to include nuts and
washers.

Descriptions of expansion anchors and bolts and chemical
anchors and bolts shall be deemed to include nuts, washers
and mortices in brickwork or concrete.

Metalwork described as"holed for bolt(s)" shall be deemed to
exclude the bolts unless otherwise described.

PRESSED STEEL DOOR FRAMES

1,2mm Thick heavy duty double rebated pressed steel door
frames suitable for half brick walls, supplied with 100mm
steel hinges, rubber buffers and strike plate complete

8/1 Frame for door 813 x 2 032mm high No 1

ALUMINIUM WINDOWS

Note

For glass type and thickness refer to window and door
schedules for details.

"Duro" natural anodised aluminium windows, complete
with subframes, ironmongery, 4mm clear float glass for all
glazing less than 1m² and 6.38mm clear laminated safety
glass for all glazing bigger than 1m², to comply with
AAAMSA regulations, sealing, etc, including frames with
hinges and one pair rubber buffers, fixed to walls,
including sealing frames against walls with approved
silicone, bath- and dressing rooms to receive obscure float
glass

8/2 Window size 1511 x 1245mm high (W01) No 3
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8/3 Window size 2000 x 1245mm high (W02) No 6

8/4 Window size 2489 x 611mm high (W03) No 1

8/5 Window size 1022 x 949mm high (W04) No 3

8/6 Window size 533 x 949mm high (W05) No 9

8/7 Window size 1022 x 1540mm high (W06) No 3

8/8 Window size 2489 x 949mm high (W07) No 1

8/9 Window size 1022 x 1245mm high (W08) No 3

8/10 Window size 2000 x 949mm high (W09) No 4

8/11 Window size 1850 x 1511mm high (W10) No 1

8/12 Window size 533 x 654mm high (W11) No 1

8/13 Window size 533 x 654mm high (W13) No 4

ALUMINIUM DOORS

Note

For glass type and thickness refer to window and door
schedules for details.

Natural anodised doors and frames as per "Nuklip" system
 complete with subframes, ironmongery, 6.35mm clear
laminated safety glass, to comply with AAAMSA
regulations, sealing, etc, including doors frames with
hinges, adjustable chromium plated striking plate and one
pair rubber buffers, fixed to walls, including sealing frames
against walls with approved silicone and sandblasted
glass and signage where applicable

8/14 Door size 1677 x 2100mm high (D1) No 1

8/15 Door size 890 x 2070mm high (D2) No 2

8/16 Door size 890 x 2070mm high (D3) No 1

8/17 Door size 890 x 2070mm high (D4) No 3

Carried Forward N $ 
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8/18 Door size 890 x 2070mm high (D5) No 1

STEEL CAT LADDERS

Cat ladder

8/19 Welded cat ladder 520mm wide and 3000mm high overall to
roof, of 65 x 10mm flat section stringers and 20mm diameter
rungs at approximately 250mm centres, including 70 x 65
10mm flat section brackets connecting to 650 x 110 x 10mm
mounting plate, plate bolted to brickwork or concrete (bolts
elsewhere) kg 100

8/20 M12 30P Anchor rawl bolts with washers No 15

8/21 M20 Hexagon set screw 50mm long No 6

Carried to Summary N $ 
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BILL NO. 9

PLASTERING

For preambles see "Model Preambles for Trades"

SUPPLEMENTARY PREAMBLES

Granolithic screed

30Mpa Granolithic screed shall consist of 2 parts granite or
other approved hard stone shippings, half part clean pit sand
screened through a 2,4mm mesh sieve and one part cement
and steel trowelled to a true and smooth surface. No dry
cement powder or grout shall be applied to the surface.

The grano shall be laid before the concrete sub-floor has
matured, otherwise the exposed surface of the concrete shall
be thoroughly cleaned with a wire brush, and a coat neat
cement grout applied immediately before the grano is laid.

The grano shall be laid in panels not exceeding 10m2 in area
and lined into smaller squares with sunken V-joints. The joints
in panels are to coincide with joints in the concrete sub-floor
where possible. The length of any panel shall not exceed 4,5m.

Granolithic finish at completion of all other works, shall be twice
polished with an approved wax floor polish. Description of
granlithic shall be deemed to include wax as specified.

INTERNAL PLASTER

15mm Steel float cement plaster on brickwork

9/1 On walls m2 130

9/2 On walls in narrow widths m2 2

Carried to Summary N $ 
Bill No. 9
Plastering
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Item Quantity Rate Amount
No

BILL NO. 10

TILING

For preambles see "Model Preambles for Trades"

WALL TILING

300 x 600 White natural glazed ceramic tile (Code:
WHR2746) fixed with "Tal Goldstar" adhesive to plaster
and joints flush pointed with 3mm wide tinted waterproof
jointing compound wall tiles fixed to wall with approved
adhesive to a true and even surface with 3mm joints, make
sure wall is smooth and free of dust. The grout colour to
architects approval. Tiles fixed to manufacturers
specifications

10/1 On walls m2 98

10/2 On narrow widths m2 2

Light mix linear series (Special mix-3 weeks) Mosaic tiles
in 300 x 300mm sheetsfixed with "Tal Goldstar" adhesive
to plaster and joints flush pointed with 3mm wide tinted
waterproof jointing compound wall tiles fixed to wall with
approved adhesive to a true and even surface with 3mm
joints, make sure wall is smooth and free of dust. The
grout colour to architects approval. Tiles fixed to
manufacturers specifications

10/3 On narrow widths m2 4

FLOOR TILING

600 x 600mm Light grey mono matt glazed porcelain floor
tiles (Code: WHR8135) fixed with "Tal Goldstar" tile
adhesive, jointed and flush pointed with "Dove Grey Tal"
or similar approved tile grout. Tiles fixed to manufacturers
specifications

10/4 On floors m2 21

Carried Forward N $ 
Bill No. 10
Tiling
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Provisional Bills of Quantities

Brought Forward N $ 

Light mix linear series (Special mix-3 weeks) Mosaic floor
tiles in 300 x 300mm sheets on ''Tal Goldstar'' tile glue on
concrete and flush pointed with tinted waterproof jointing
compound. Tiles fixed to manufacturers specifications

10/5 On floors m2 4

CORNER PROTECTORS, DIVIDING STRIPS, ETC

"Schluter" anodised aluminium strips

10/6 "Schluter Schiene A80" tiling edge trim m 66

10/7 "Schluter Deco AE" tiling decorative strip m 42

Carried to Summary N $ 
Bill No. 10
Tiling
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BILL NO. 11

PLUMBING AND DRAINAGE

For preambles see "Model Preambles for Trades"

SUPPLEMENTARY PREAMBLES

"Polycop" polypropylene pipes

Polypropylene pipes 54mm diameter and under shall be
seamless copper coloured class 16 pipes jointed with
"Fast-fuse" heat welded thermoplastic or brass compression
fittings as designed for use with copper pipes as stated.

Pipes shall be firmly fixed to walls etc with coloured nylon
snap-in pipe clips with provision for accommodating thermal
movement and jointed and fixed strictly in accordance with the
manufacturer's instructions.

All pipe diameters are nominal external.

"Polylink" polypropylene pipes

Polypropylene pipes 63mm diameter and over shall be class 12
pipes jointed with cast iron "Supraclamp" running joints.

Fusion welded bends, once or twice mitred as necessary, and
tees shall be factory manufactured.

Fusion welded bends and tees shall include jointing to pipes
with PVC rubber ring double Z joint couplers.

Branch tees shall include flanged and bolted joints to "Polycop"
branch pipes in addition and for brass compression male iron to
copper straight couplers.

Reducers shall include jointing to pipes with PVC rubber ring
double Z joint couplers and reducers shall be of sufficient
overall length to accommodate same.

All pipes shall be jointed and fixed strictly in accordance with
the manufacturer's instructions.

All pipe diameters are nominal external.

Carried Forward N $ 
Bill No. 11
Plumbing and Drainage
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Provisional Bills of Quantities

Brought Forward N $ 

Concrete pipes

Pipes shall be jointed with ogee joints with rubber collars or
socket and spigot joints with rubber rings.

uPVC pipes and fittings

Soil, waste and vent pipes and fittings shall be solvent weld
jointed.

uPVC pressure pipes and fittings

Pipes for water supply shall be of the class stated.

Pipes of 40mm diameter and smaller shall be plain ended with
solvent welded uPVC loose sockets and fittings.

Pipes of 50mm diameter and greater shall have sockets and
spigots with push in type integral rubber ring joints.  Bends shall
be uPVC and all other fittings shall be cast iron, all with similar
push-in type joints.

Copper pipes

Pipes shall be hard drawn and half-hard pipes of the class
stated.  Class 0 (thin walled hard drawn) pipes shall not be
bent.  Class 1 (thin walled half-hard), class 2 (half-hard) and
class 3 (heavy walled half-hard) pipes shall only be bent with
benders with inner and outer formers.  Fittings to copper waste,
vent and anti-syphon pipes, capillary solder fittings and
compression fittings shall be "Cobra Watertech" type.  Capillary
solder fittings shall comply with ISO 2016.  Only compression
fittings shall be used in walls or in ground.

Fixing of pipes

Unless specifically otherwise stated, descriptions of pipes shall
be deemed to include fixing to walls etc, casting in, building in
or suspending not exceeding 1m below suspension level.

Carried Forward N $ 
Bill No. 11
Plumbing and Drainage
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Provisional Bills of Quantities

Brought Forward N $ 

Reducing fittings

Where fittings have reducing ends or branches they are
described as "reducing".  In the case of pipes with diameters
not exceeding 60mm only the largest end or branch size is
given. Should the contractor wish to use other fittings and
bushes or reducers he may do so on the understanding that no
claim in this regard will be entertained.  In the case of pipes
with diameters exceeding 60mm all sizes are given and no
claim for extra bushes, reducers, etc will be entertained.

Exposed concrete surfaces

Exposed surfaces of concrete stormwater channels, cover
slabs, inspection eye marker slabs, gulley tops, cleaning eye
tops, catchpits, inspection chambers, etc shall be finished
smooth with plaster.

Excavations

No claim for rock excavation will be entertained unless the
contractor has timely notified the Engineer thereof prior to
backfilling.

"Soft rock" and "hard rock" shall be as defined in "Earthworks".

Laying, backfilling, bedding, etc, of pipes

Pipes shall be laid and bedded and trenches shall be carefully
backfilled in accordance with manufacturers' instructions.

Carried Forward N $ 
Bill No. 11
Plumbing and Drainage

- 2 7 - 



2015-07-31 03:22:47 PM

Renovation of Bathrooms & Window Replacement at the Marine
Security Guard Residence

Provisional Bills of Quantities

Brought Forward N $ 

Where no manufacturers' instructions exist pipes shall be laid in
accordance with clauses 5.1 and 5.2 of each of the following: 

SABS 1200 L : Medium-pressure pipelines
LD : Sewers
LE : Stormwater drainage

Pipe trenches etc shall be backfilled in accordance with clauses
3, 5.5, 5.6, 5.7 and 7 of SABS 1200 DB : Earthworks (Pipe
trenches).

Pipes shall be bedded in accordance with clauses 3.1 to 3.4.1,
5.1 to 5.3 and 7 of SABS 1200 LB : Bedding (Pipes).

Unless otherwise described bedding of rigid pipes shall be
class B bedding.

Flush pans

Flush pans shall have straight or side outlets and "P" or "S"
traps as necessary.

Stainless steel basins, sinks, wash troughs, urinals, etc.

Units shall have standard aprons on all exposed edges and
tiling keys against walls where applicable.

Waste unions

Descriptions of waste unions shall be deemed to include rubber
or vulcanite plugs and chains fixed to fittings.

"Densyl" petrolatum anti-corrosion tape as manufactured
by Denso SA (Pty) Ltd

Pipes to be taped shall be coated with the appropriate primer
and the tape shall be applied with minimum 15mm lap per
spiral unless otherwise described.

Couplings and fittings to pipes shall be taped in strict
accordance with the manufacturer's instructions including all
mastic, tape, "Layflat" sheeting, securing of same, etc.

Carried Forward N $ 
Bill No. 11
Plumbing and Drainage
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The following in sanitary fittings, taps, waste
fittings, etc. as per Obeco Tel: 061 - 276 300 or
info@obeco.com.na

TOILET

SANITARY FITTINGS

"Vaal"

11/1 "Vaal Sanitaryware Charisma CC" vitreous china close coupled
suite colour White (Code: 775262), comprising 90° outlet
closed rim washdown pan fixed on and including floor bracket
(Code: 8082Z0) with matching 6 litre cistern including "Geberit"
(Code: G283.313.KD.1) flush mechanism and thermoset
soft-close seat No 3

TAPS, VALVES, ETC

"Schloesser"

11/2 15mm Standard "Schloesser" angle regulating valve with
350mm long "Aquatouch" flexi connector (Code: SA33) supply
pipe No 3

URINAL

SANITARY FITTINGS

"Vaal"

11/3 "Vaal Sanitaryware" 565 x 275 x 310mm "Sweetpea" white
vitreous china wall mounted back inlet urinal (code: 705127)
including 38mm chromium plated domical grating (code:
8787Z0) and chromium plated back inlet spreader spreader
(code: 7054Z2), flush valve, flush pipe and fittings (by others -
Recommended: Cobra FJ8.102), fixed on and including two
hanger brackets (code: 8127Z0). No 2

TRAPS, ETC

"Geberit"

11/4 "Geberit" Concealed Siphonic Urinal Trap (Code: 152.983.00.1)
No 2

Carried Forward N $ 
Bill No. 11
Plumbing and Drainage
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Brought Forward N $ 

TAPS, VALVES, ETC

"Geberit"

11/5 "Geberit" (Code: 116.004.00.1) universal urinal housing, with
flush pipe (Code: 119.704.16.1) and inlet set
(Code:152.489.16.1) No 2

11/6 "Geberit" (Code: 116.016.GH.5) "Sigma 50" urinal pneumatic
actuator, brushed chrome No 2

WASH HAND BASIN

SANITARY FITTINGS

"Vaal"

11/7 "Vaal Sanitaryware Weaver" vitreous china sit-on vanity basin
colour White (Code: 704201), overall size 570 x 455mm with
one taphole, fitted onto vanity top (elsewhere specified) No 4

TRAPS, ETC

"Hansgrohe"

11/8 "Hansgrohe flowstar" 32mm chrome plated bottle trap (Code:
52100-000) including "Koro" ART.234 30/40mm universal
rubber No 4

TAPS, VALVES, ETC

"Hansgrohe"

11/9 "Hansgrohe" metris chrome one-hole basin pop-up mixer
(Code: 31088-000) No 4

"Schloesser"

11/10 15mm Standard "Schloesser" angle regulating valve with
350mm long "Aquatouch" flexi connector (Code: SA33) supply
pipe No 8

Carried Forward N $ 
Bill No. 11
Plumbing and Drainage
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Brought Forward N $ 

WASTE UNIONS, ETC

"Aquatouch"

11/11 32mm Slotted push-open (clicker) chrome plated basin waste
union (Code: AQ-32SLOT) No 4

SHOWER

TRAPS, ETC

"Viega"

11/12 "Viegar Advantix" 50mm Stainless Steel shower trap complete
with 100x100mm grating (Code: 4935.1 / 557119) No 1

TAPS, VALVES, ETC

"Hansgrohe"

11/13 "Hansgrohe" Focus concealed single lever chrome shower
mixer, without diverter (Code: 31967-000) No 1

11/14 "Hansgrohe" Under tile body for trims, universal brass basic set
for concealed shower mixer, without diverter (Code:
13620-180) No 1

11/15 "Hansgrohe Raindance select E300" Square shaped overhead
chrome shower rose with arm (Code: 27385-000) No 1

SANITARY PLUMBING

uPVC pipes

11/16 50mm Pipe fixed m 5

11/17 50mm Pipes chased into brickwork m 11

11/18 110mm Pipes fixed m 3

11/19 110mm Pipes cast in concrete floors m 5

Extra over uPVC pipes for fittings

11/20 50mm Bend No 10

Carried Forward N $ 
Bill No. 11
Plumbing and Drainage
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Brought Forward N $ 

11/21 50mm Access bend No 3

11/22 50mm Access junction No 3

11/23 110mm Junction No 1

11/24 110mm Bend No 3

11/25 110mm Pan connector No 3

11/26 110mm Access junction No 2

11/27 110mm "GI Two-way" vent valve No 4

INTERNAL WATER RETICULATION

Class 0 copper pipes

11/28 15mm Pipes m 30

11/29 22mm Pipes m 5

Extra over class 0 copper pipes for capillary soldered type
fittings

11/30 15mm Fittings No 30

11/31 22mm Fittings No 5

PIPE PROTECTION

"Denso tape"

11/32 Wrapping around 22mm pipe including couplings m 35

11/33 Extra for wrapping around 25mm fittings No 35

TESTING

11/34 Provide all necessary water etc., for and test the whole of the
plumbing services, sanitary fittings, soil, water and fire services
installation etc, and in stages as deemed necessary including
chlorination, complete to the satisfaction of the Principal Agent
and the local Authority, replace any defective work free of
charge, including any necessary re-testing and leave perfect on
completion No 1.00

Carried to Summary N $ 
Bill No. 11
Plumbing and Drainage
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BILL NO. 12

GLAZING 

For Preambles refer to "Model Preambles for Trades"            

MIRRORS

4mm mirror with polished edges, fixed with four chrome
plated dome head screws, dimensions to be verified on
site before mirror is cut to size

12/1 Mirror 1200 x 600mm high No 2

Carried to Summary N $ 
Bill No. 12
Glazing
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BILL NO. 13

PAINTWORK

For preambles see "Model Preambles for Trades"

SUPPLEMENTARY PREAMBLES

All colours to be selected by the Architect.

Only approved brands of paint shall be permitted.

All painting measured generally will be in colours with a value of
more than 7 on the Munsell system in accordance with the
relevant SABS specification. Any painting in colours with a
value of 7 or less on the Munsell system shall be given as
paintwork in darker colours.

PREPARATORY WORK TO EXISTING WORK

Previously painted plastered surfaces

Surfaces shall be thoroughly washed down and allowed to dry
completely before any paint is applied. Blistered or peeling paint
shall be completely removed and cracks shall be opened, filled
with a suitable filler and finished smooth.

Previously painted metal surfaces 

Surfaces shall be thoroughly rubbed and cleaned down.
Blistered or peeling paint shall be completely removed down to
bare metal.

Previously painted wood surfaces

Surfaces shall be thoroughly cleaned down.  Blistered or
peeling paint shall be completely removed and cracks and
crevices shall be primed, filled with suitable filler and finished
smooth.

Carried Forward N $ 
Bill No. 13
Paintwork
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PAINTWORK ETC TO NEW WORK

ON INTERNAL FLOATED PLASTER SURFACES

One universal coat "Plascon" Merit or equally approved
undercoat and two coats "Plascon" Wall & All paint in
colour as approved by Architect. (All in accordance with
Manufacturer's detailed specification and
recommendation)

13/1 On walls m2 22

ON EXTERNAL FLOATED PLASTER SURFACES

Surface to be dry, sound and clean and cured for a minimum of
14 days, with moisture content measured with a Doser
Hygrometer (or equivalent), of BD 2 scale - 8% or less

One universal coat "Plascon" Merit or equally approved
undercoat and two coats "Plascon" Wall & All paint in
colour as approved by Architect. (All in accordance with
Manufacturer's detailed specification and
recommendation)

13/2 On walls m2 4

ON PLASTER BOARD

"Plascon" Merit or equally approved one undercoat and
two coats "Plascon" Wall & All paint in colour as approved
by Architect. (All in accordance with Manufacturer's
detailed specification and recommendation)

13/3 On ceilings and cornices m2 22

ON METAL

Prepare surface, remove all rust, mill scale and welding
spots and spot prime defects of pre-primed surfaces with
"Plascon" or similar approved industrial primer WP10 and
two coats "Placon" or similar approved high gloss enamel
paint 

13/4 On door frames m2 1

13/5 On steel cat ladder m2 2

Carried Forward N $ 
Bill No. 13
Paintwork
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PAINTWORK ETC TO PREVIOUSLY PAINTED WORK

ON INTERNAL FLOATED PLASTER SURFACES

Two coats "Plascon" Wall & All paint in colour as approved
by Architect. (All in accordance with Manufacturer's
detailed specification and recommendation)

13/6 On walls m2 37

ON EXTERNAL FLOATED PLASTER SURFACES

Two coats "Plascon" Wall & All paint in collour as
approved by Architect. (All in accordance with
Manufacturer's detailed specification and
recommendation)

13/7 On walls m2 200

ON PLASTER BOARD

Two coats "Plascon" Wall & All paint in colour as approved
by Architect. (All in accordance with Manufacturer's
detailed specification and recommendation)

13/8 On ceilings and cornices m2 25

Carried to Summary N $ 
Bill No. 13
Paintwork
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BILL NO. 14

EXTERNAL WORKS

For preambles see "Model Preambles for Trades"

SUPPLEMENTARY PREAMBLES

Nature of ground

Insitu material is excvatable up to 2m deep and is classified as
'soft' by Geotechnical Engineer.

Sulphide resistant cement

Insitu material is found to be very corrosive and therefor any
reinforced concrete in contact with top layers need to be
adjusted and sulphide resistant cement to be used in all
concrete below ground level i.e.

- Foundations and foundation brickwork
- Surface beds and aprons
- Manholes, thrust blocks

Tenderers must allow in all mentioned concrete rates for
sulphide resistant cement.

Carting away of excavated material

Descriptions of carting away of excavated material shall be
deemed to include loading excavated material onto trucks
directly from the excavations or, alternatively, from stock piles
situated on the building site.

REMOVAL OF EXISTING WORK

Breaking up and removing unreinforced concrete

14/1 Surface beds, aprons, pavings, etc approximately 150mm thick m2 105

EXCAVATION, FILLING, ETC

EXCAVATIONS, ETC

Open face excavation in earth

14/2 Open face excavation m3 40

Carried Forward N $ 
Bill No. 14
External Works
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Brought Forward N $ 

FILLING, ETC

150mm of G5 quality supplied by the Contractor
compacted to 95% Mod AASHTO density

14/3 Filling m3 40

Compaction of surfaces

14/4 Compaction of ground surface under floors etc including
scarifying for a depth of 150mm, breaking down oversize
material, adding suitable material where necessary and
compacting to 95% Mod AASHTO density m2 127

Prescribed density tests on filling

14/5 "Modified AASHTO Density" test No 3

SOIL POISONING

'Chlordane Heptacor' or 'Aldrin' or equal approved soil
insecticide

14/6 Under floors etc, including forming and poisoning shallow
furrows against foundation walls etc, filling in furrows and
ramming m2 127

REINFORCED CONCRETE

Concrete class 25MPa/19mm in

14/7 Surface beds cast in panels on waterproofing m3 20

Finishing top surfaces of concrete smooth with a wood
float

14/8 Surface beds, slabs, etc m2 127

Fabric reinforcement

14/9 Type 311 fabric reinforcement in concrete surface beds, slabs,
etc m2 254

Keyed joints between concrete surfaces 150mm high

14/10 10mm Tooled joint m 130

Carried Forward N $ 
Bill No. 14
External Works
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14/11 Seal with "Dow Cornining 888" Sealant as per ABE
specifications m 130

TEST BLOCKS

14/12 Making and testing 150 x 150 x 150mm concrete strength test
cube consisting of a set of 4 (Provisional) Sets 3

DAMPPROOFING OF  FLOORS

One layer of 250 micron "Gundle USB Green" or similar
approved waterproof sheeting sealed at laps with "Gundle
Pressure Sensitive Tape" or similar approved

14/13 Under surface beds, ramps and apron slabs m2 127

Carried to Summary N $ 
Bill No. 14
External Works
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BILL NO. 15

PROVISIONAL SUMS

For preambles see "Model Preambles for Trades"

NOTE

The following sums and amounts are NET.

Under no circumstances may any Provisional Sum be extended
at an amount lower than the amount given in the Bill.

Unless a specific percentage mark-up for Attendance is
indicated in the Rate column, the amount priced by the
Contractor for Attendance against each Provisional Sum shall
be deemed to to be the Lump Sum ad shall not be adjusted
unless the scope of th sub-contract varies significantly.

Provisional sums contained herein may be omitted and reduced
to claim for any loss by way of reductions ore omissions or any
discount, or percentage relating to Provisional Sums or PC
amounts or any loss of profit related thereto.

PROVISIONAL SUMS FOR SELECTED
SUBCONTRACT WORKS

ELECTRICAL INSTALLATION

15/1 Provide the sum of N$ 20 000.00 (Twenty Thousand Namibia
Dollars) for electrical installation Item 20 000 00

15/2 Allow for profit Item

15/3 Allow for general attendance on sub-contractor Item

ROLLER SHUTTERS

15/4 Provide the sum of N$ 76 000.00 (Seventy Six Thousand
Namibia Dollars) for roller shutter installation Item 76 000 00

15/5 Allow for profit Item

15/6 Allow for general attendance on sub-contractor Item

Carried Forward N $ 
Bill No. 15
Provisional sums
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BUDGETARY ALLOWANCES

EXTERNAL PLUMBING

It expected of the contractor to determine the layout of the
existing sewer system on the erf and provide the information to
the Architect. Work will include but not limited to, removing
paving, digging trenches and making good all trades. The cost
wil be determined by an hourly working rate.

15/7 Provide the sum of N$ 10 000.00 (Ten Thousand Namibia
Dollars) for determining the layout of the existing sewer system Item 10 000 00

LABOUR RATES

NOTE:

1. The following labour rates must be INCLUSIVE
of all labour costs such as social security costs,
pensions, bonuses and the like.

2. The labour rate must also be INCLUSIVE of all
supervision cost, foremen cost and PROFIT on labour
as no extra costs in connection herewith will be payable

15/8 Hourly all-inclusive labour rate for a plumber Hrs

15/9 Hourly all-inclusive labour rate for a general handyman Hrs

15/10 Hourly all-inclusive labour rate for a labourer Hrs

Carried to Summary N $ 
Bill No. 15
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FINAL SUMMARY

Bill Page Amount
No No

1/1 -2-Preliminaries

1/2 -10-Alterations

1/3 -12-Concrete, Formwork and Reinforcement

1/4 -14-Masonry

1/5 -15-Carpentry and Joinery

1/6 -16-Ceilings, Partitions and Access Flooring

1/7 -18-Ironmongery

1/8 -21-Metalwork

1/9 -22-Plastering

1/10 -24-Tiling

1/11 -32-Plumbing and Drainage

1/12 -33-Glazing

1/13 -36-Paintwork

1/14 -39-External Works

1/15 -41-Provisional sums

CONTINGENCIES

Allow the Contingent Sum of N$ 50 000.00 (FIFTY THOUSAND
NAMIBIA DOLLARS NETT) for contingencies to be used as
directed by the Principal Agent and to be deducted in whole or
in part if not required Item 50 000 00

NET CONSTRUCTION COST N $ 

PLUS: VALUE ADDED TAX (15%) N $ 

GRAND TOTAL N $ 

Carried to Form of Tender N $ 
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