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1. Digital Recording Monitor 

Weight: 
· without batteries 12.0 lb [5.4 kg]

Dimensions:
· Length 14.3 in [36.3 cm] 
· Width 11.9 in [30.2 cm] 
· Height 12.4 in [31.5 cm]

Power rating:
· 100 – 240 VAC/50 – 60Hz, 60 W 

Operating environment:
· Temperature 
32°F – 104°F [0°C – 40°C] 
· Storage temperature
14°F – 158°F [-10°C – 70°C] 
· Humidity 5% – 95% RH 
· Altitude 13,120 ft [4,000 m] 

LCD screen:
· Resolution VGA 640 × 480 pixels 
· Display size (H × V) 12.1 in [30.7 cm]
· Contrast ratio 700:1 
· Brightness 500 Cd/m2
· Power consumption 13 W
Like RIDGIT CS10 Digital Recording Monitor, RIDGIT catalog # 39333 (or alike)

2. Industrial Inspection Camera System 
Small diameter and tight turn radius camera allows lines up to 25m to be inspected with tight turns in 25 mm lines. The camera passes 90° bends from 30mm onwards in most pipes.

· Camera Head: 0.62 (15.5 mm) 
· Cable Length: 85’ (25 m)
· Cable Diameter: 0.25 (6.3 mm) 
· Line Capacity: 3/4” to 2” (20 to 50 mm) 
· Weight: 9.5 lbs. (4.1 kg) 
· Length: 13.25” (33.7 cm) 
· Width: 6.6” (16.8 cm)
· Height: 17.5” (44.5 cm) 
· Resolution: 510 x 496 PAL 
· Ball Guide: 2 Included 
· Sonde: 512Hz
Like RIDGIT SeeSnake nanoReel for SeeSnake, RIDGIT catalog # 40013 (or alike)

3. Standard color SeeSnake® Self levelling 
Inspection Camera Reel For lines 50 - 300 mm (2 - 12”) 

· Closed dent free rust proof reel also avoids dirt getting out while transporting drum.
· Counter to measure the distance you have pushed your camera into the line.
· Transport wheels.
· 61 pushcables with fiberglass inner-core to provide pushing power but with flexibility. 
· Push cable: 11 mm ø.

Stainless steel spring 
· Including built-in 512 Hz FleXmitter.
· Redundant mechanical connection includes stainless steel locking sleeves and safety cables to keep the system together. 
· Electrical connections are never under stress.

High quality self levelling camera head 
· Camera head: 35 mm ø.
· Stainless steel housing. 
· 6 adjustable LEDs behind a thick transparent plastic window.
· Sapphire crystal virtual scratch free lens. 
· Pipe view (wide angle) technology to be able to clearly see the pipe wall.
· Self levelling Inspection Camera head is designed to keep your picture upright at all times.
Like RIDGIT SeeSnake, RIDGIT catalog # 13993 (or alike)


