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Presidential Villas
security Upgrade -
SCAC Sally port

Additional works ONLY (
fence with all related works)
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Fence type B ( column

section)

Fence type A

. ( bollards section)

MM Steal bar

Fence type C fence
section-Non column section

spear shaped steel bars
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Fence Sections




2jen buipls
109014 [eUOIIPPY

SOVD - apelbdn Aunoas
Se||iA [euapISald _\

5
O

NOILWONNDA ZLIHINDD

ELEECE]
b




CORROSION PRDTECTION THREE OPTIONS i
| E o
- 25 MAX —=
~GALVANIZED |PIPE f*
—EXPOXY COATING FOR FULL LENGTH ]
OF PIPE e
_CORROSION RESISTANT SHRINK SLEEV, © 6 €0 O O, 400x200x12 mm
500 mm LONG LOCATED PARTIALLY oo |l oo SEELL FEATE
ABOVE AND [PARTIALLY BELOW GRADE i
Cc o PJ!O o O 20 TP,
16 mm BOLTS & LOCK ! 40 TP —| |- f
WASHERS. TACK WELD EACH |
CONNECTOR TO PLATE.
@EHANNEL SPLICE ELEVATION
N.T.5.
200 mr x12 mm THICK STEEL GROUT TOP MOUND SMOOTHLY
PIPE, SHACE AT 900 mm 0.C. MAX
[PROTECTED SIDE | 1‘—50
250 x30 mm CHANNEL W/2- 1
20 mm BOLTS & NUTS. TACK
WELD TO CHANNEL AFTER ol
INSTALLATION. |——— | &7
NOTE: [TO ACHIEVE FULL K12/L3 ;
ANTI-RAM RATING THE CHANNEL
MUST CONNECT A MINIMUM OF 7
| BOLLARDS.
FINISH PAVING— MATERIAL
VARIEE FROM SITE TO SITE
FINISH GRADE )
o
CONTINUOUS CONCRETE FOOTING —
_\ 3 =
#4 (812) ®100 mm O.C.\: 7 o
& 1-44 (012)
6-#6 (920) ——~ TOP & BOTJOM
gz‘
=
(%]
= | .50 CLEAR MIN.
200 | 200 | 200 SIDES AND TOP
MATERIAL PROPERTIES: BO0 MIN.
STRUCTURAL STEEL:
fy=250 MPa MIN. SECTION
REINFORCING STEEL: ( ) NTS.
fy=420 UPo MIN.
CONCRETE:
f'c=20.5 ¥Po MIN.
WABNING:
T e fa e ety of Be US Goarmert Tt e e
o T T
U5, Depariment of Stole il
T DWETITLE: ANTI=RAM BOLLARD
| REWV: DATE
200 mm ANTI"‘RAM BOLLARD REV- DATE:
SCALE: NONE SHEET: 5=1
2
Offce of SITE DETAILS | DRAWN BY: BAC.
Overseas Buildings Uperalions DATE: 6,/9/2003 UNCLASSIFIED




