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HT51550 - 1000V Insulated Bowed knife .

® Strong blade with bowed cutting edge

HT51550

HT52035/HT52545 - Cable Stripping Knives

* Blade with short, offset cutting edge

HT52035 Bmom | 759
HTS2545 45mm 959

HT765250 - 1000V Insulated Mini Hacksaw

¢ Fully insulated

HT767450 - 1000V Insulated Hacksaw

e Fully insulated
* With plastic screw for tensioning the blade

H

HT91615 - 1000V Insulated 15 Piece Tool Kit ;.

* Size:450x350x 100mm e« Weight: 4,4kg &
* Tool kit contents not sold seperately '

Reversable Ratchet 172"
Extension Bars : 125 & 250mm 12"
T-Lever (HT290200) 112"
Rachet Sockets 10M12/1131417119/22mm
Allen Screw Sockets 5/6/8 mm
Screwdriver 3.5 x 100mm

HT90026 - 1000V Insulated 26 Piece Tool Kit

* Size:450 x 350 x 100mm e« Weight: Skg
* Tool kit contents not sold seperately

Engineers Pliers : 200mm
Side Cutters 160mm
Telephone Pliers : 200mm
Reversible Ratchet 12"
Extension ; 250mm 1/2°
Stripper Knife =
Cable Knife
Sockets 10M1112/113/14/17/19mm
Open-Ended Spanner 10111/12/1314/17/19mm
Voltmeter -
Screwdrivers 3.5 x 100/5.5x125/6.5x150/8x175




l Miscellaneous Tools I

DD230MSGR

Cutting Discs

s Stainless steel
e 230mm Diameter

7
DD230MSGR Standard abrasive masonry. Not usable on facebrick f‘%
DD230MSRD Premium abrasive masonry. Not usable on facebrick DD230MSRD 3

Din Rail Cutter

DINCUTTER - Din Rail Cutter

# s 1m measurement with guide
« Not for stainless steel Din Rail

1835 Passivated 35 x 7,5mm
1532 G-Rail 16,5 x 15mm 1,5mm
T535C Passivated 35 x 15mm 1,5mm
TS35AL Aluminium 35 x 8mm 1,5mm
" TS32AL Aluminium 16,5 x 15mm 1,5mm
1515 Mini Din 15 x 5,4mm 1mm

HL1910E - Steinel Heat Gun

. 2000W - SUEINEL

» Temperature rating 50°C - 600°C HL1910 E
electronic

s Electronic control
s 9 Heat settings
3 Fan settings




T475 Volt/Current Tracer

* Detect current through
shielded/armoured cable
* Adjustable sensitivity

Miscellaneous Testers

T180 Tone and Probe Kit

e Complete with tone generator and
amplifier probe

® Recessed On/Off button

¢ / Sensitivity control

* Alligator clips and RI11 connector

* Single or dual alternating tone

* Use on de-energised circuits

Meteor
Supplied With
Certificate of

I_Tedmical Specification ]

Conformence

* Highest quality butane
e 300ml
“e  Ultra refined for maximum
care & performance

~* Hanging dlip

5 - E Tone Waveform Square Ware
Generator | Fraquency +1.13kHz
Detection Non Contact Amplitude oV p-p | Model Specification |
Indication Visual & Audio Over voltage +100V Optional Py mhach
Sensitivity Adj Protection At ‘
Voltage Detection | 5V ~1000V AC | Model Specification | Single Tone v Di {mm) | Probe 270(0) x 560W) x 25(H)
Current Sensitivity | >100mA Dimensions (mm) [ 192(1) x 31(W) x 24(H) Al glone - |+ _ Tone 62(L) x 58(W) x 34(H)
- Frequency Range | 50 to 500Hz Power Source - | 4 x 1,5V LR44 Batteries Amplifier | Frequency Detection | 1-12kHz Power Source | Probe 9V Battery
Operating Temp | -10°C ~50°C (T515BATT) Probe Receiver distance | 50-60cm . Tone 9V Battery
Operating Humidity | <80 %RH Weight 60g Sensitivity Contral | +/ Weight 250g/Set
SOLDERGAS T77 Laser Chalk Line

® Vertical line

® Horizontal line
e Cross line

° Auto-levelling

T33 Switchable Oscilloscope Probes

* 60MHz
* Switchable x1x10

TMS68 Metal, Lazer Line, Microwave
Detector

® Lazer line with spirit level
® Metal detector

¢ Continuity

* Microwave detection
* Polarity check
e Torch function
e LED indication



i

TEL1TLB SOCKET/ELCB
TESTER/POLARITY

» Polarity indication
« Identifies 6 wiring conditig
« Earth tripping function

o TEL13L (British Type 13A)
« Floating earth detectio

« Live on earth indication (LCD D sp.

« Ready-board compatible

T810 Analogue ELCB

« Analogue display
e 50mA adjustable

I Technical Specification l

e Taut band movement

e Wiring check

e Robust

e Two and three wire
operation

« No batteries

e Direct read

during test

system

Voltage measurement

« Suitable for Industrial,
Mining and Domestic
environments

 Each phase tested
separately on a 3 phase

. n o Rated Tri
e If wiring is incorrect and brass by, i
knob is,touched, LCD will Operation | 195 ~230Vac
& 5 Voltage (L-e)
display a floating earth e
Accessories
Meter £3% of Full CayPouch
Accuracy Scale Dimensions {mm)
[ Technical Specification | 153(L) x 720 x 35(H)
i Operation 5°C ~ 45°C Power Source
;Rate(‘!m;n Current ‘;:;5.20,25,30,35:0& = P o Mans
g q0°C ~85°c  Weight
Operation Voltage IHW Tomperati 345
TEL2SC ELCB/Polarity TEL28 Industrial ELCB

s Micro-processor controlled
o Fully programmable

out of Time/Current

['l‘e_dmica[ Spec'rﬁcaﬁun_l

[ Technical Specification | Rated tripping 0 to 1000mA
Operating Vol 550 current at 317 Volts
ELCB current 10mA - 50mA Resoluti imA
Current Selection | Knab Operating voltage 100 to 450V AC Conformence
Erequency of S0/60Hz trip time 100 secs
Operation Resolution 1m sec
Operati 550Vac @ = 15% Rated trip current 1% (1mA)
Voltage (L-E) 1% (ImA) Voltage measurement 1% {(1V)
Meter £1% of full scale - - Rated trip time 1ms £
T g Model Specification Operating temperature | 0°C to 40°C [ Model Specification |
Operator SC1045C Dimensions (mm) | 170(L) x 165(W) x 92(H) Humidity (%) 80 Dimensions (mm) | 170(L)x165(W)x32(H)
Temperature Power Source Mains Phase angle setting 0 & 180° Power Source 8 x 1,5 AA Batteries
Fuse Protected 0,1A Fast Blow Weight 970g selectable Weight 1.5kg
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