Statement of Work
Attachment VI
Extend existing concrete court at the NEC compound. (Behind the Warehouse)

A.

Statement of Work

Introduction (technical)
A.L. Project content:
A.1.1. Pouring new road concrete slabs at
the NEC. (197 Sg.m.)

A.2. Project requirements:

A.2.1. Perform the project strongly in
accordance with actual Statement of
Work and attached drawings

A.2.2. Any questions related to construction
and installation activities shall be
considered with FAC representative

A.2.3. The project shall be performed in
weather conditions when air temperature
is not higher than +30° C for proper
cement cure. FAC recommends May-
June of 2013.

A.3. Project term:

A.3.1. Time period of the project will be 25
calendar days from the day contract
signed to deliverables date

A.3.2. The time period of the project will not
depend on off days and holidays

A.4. Construction materials:

A.4.1. Construction materials shall be
provided by contractor after FAC
approved

A.4.2. ltis prohibited to use permanently or
temporarily any materials which
contents asbestos

A.4.3. Additional or similar materials can be
used if FAC representative approves

A.4.4. Thickness of the road slabs shall be
150mm

A.4.5. Reinforcement of the slabs shall be
made of 300 by 300mm steel mesh

A.4.6. Alll, @12mm rebar shall be used for
the reinforcement mesh

A.4.7. There shall 70mm reinforcement
clearance at all sides

A.4.8. There shall be @22, L=360mm rebar
at 300mm in expansion joints
mechanically connecting the slabs

Ilepeuensb padoTt

A. O3nHakomjieHHMe (TEXHHYECKAS] YACTh)
A.1l. CocraB npoekra:
A.l.l. 3anmBKa HOBBIX OCTOHHBIX JOPOKHBIX ITUT HA
tepputopun noconberBa CIIA (197 kB.M.)

A.2. TpeboBaHUs K MPOEKTY:

A.2.1. TIpoeKT BBIMOIHSITH CTPOTO MO MPEANHCAHHOMY
HepeUYbHIO pabOT M MO MPHIOKEHHBIM YepPTEkKaM

A.2.2. BO3HHKIINE TEXHUYECKHE U CTPOUTEIIHHO-
OpraHU3aIMOHHbIC BOMPOCHI HITH MTPOOIEMBI 1O
MPOEKTY COTIACOBATh C MPEACTaBUTEIEM
TEXHUYECKOTO OT/eNa MOCOILCTBA.

A.2.3. [lannHas paboTa qomKHA OBITH MPO/JIETaHa TIPU
MOTOJIHBIX YCIOBHSIX KOT/Ia TeMIepaTypa Bo3Iyxa
He Bbie +30°C i coOMI0ACHUS peKUMa
3anuBKH OeToHa. TexHndeckwii otnen [loconpcTBO
pexomennyet Maii-Urons 2013 rona.

A.3. Cpok mpoekra:

A.3.1. Cpox npoekra 25 KaneHIAPHBIX JHEH CO THS
MOJIMCAHMsI KOHTPAKTA 0 CJauy 3aBEPIICHHOTO
o0BeKTa

A.3.2. Cpox npoekTa He OYAET 3aBUCUTH OT BBIXOTHBIX
Y Npa3AHUYHBIX JTHEN

A.4. CtpouTenbHble MaTepHAIIBL:

A.4.1l. Marepuansl IpegoCTaBISIeT HOAPSTIHUK 110
YTBEPKICHUIO TEXHUYECKOTO OT/IeNa MIOCOIBCTBO
CILIA

A.4.2. 3anpemaercs BpeMEHHOE JIMO0 OCTOSHHOE
WCTIOB30BaHUE KAKHX JINOO MaTEpHaIOB HMEIOIIIIX
B CBOEM cocTaBe acOecT

A.4.3. Cwmech b6eToHa ucnoib3oBaTh Mapku M350 ¢
no0aBiieHHEM TacTU(UKaTopa He
MPOMYCKAIOIINHI BOIY U BIary

A4.4. TommwHy Ut npuHAMAaTh 150MM

A.4.5. ApmupoBaTh IIUTHI ceTKOH stueiikamu 300 Ha
300mMMm

A.4.6. ]lns ceTKH UCTIONB30BaTh CTAJbHbIC CTEPIKHU
Alll, @12

A.4.7. 3amuTHBIE POCIONKN apMaTypsl IPUHUMATH
70MM cO BCeX CTOPOH

A.4.8. CBs3pIBaTh IIUTHI CTATBHBIME IpyTamMu Al,
@22, L=360mM, marom 300MM 1t
TEMIIePaTypHOTO PaCIIUPEHHS

A.4.9. PacmmputenbHble BbI 3aMI0JTHUTH BEPEBKON
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A.4.9. There shall be 10mm backer rod and
seal used to fill the expansion joints

A.4.10. Strongly keep sizes of existing slabs
when pouring new slabs

A.5. Tools, machines, vehicles, consumable
materials and power:

A5.1. Tools, machines, vehicles,
consumable materials to be provided by
contractor

A.5.2. The Embassy will provide seal,
electrical power and technical water
from stationary feeders

A.6. Work safety:

A.6.1. Only safety training passed specialists
and labors of contractor should be
allowed to the project

A.6.2. All the safety equipment shall be
provided by contractor

A.6.3. Contractor shall be responsible for
emergency cases (body injury, fatal
outcome, damage and corrosion of
facilities) when conducting the project

A.6.4. Contractor shall keep the construction
site clean, clean the site at the end of
each working day and clean totally at
the end of the project for deliverables

B. Removal
B.1. Remove all removed debris from the
Embassy

C. Installation

C.1. Pour the concrete slabs in accordance with
the stated above reinforcement and using
electro vibrator

C.2. Finish top surface of new slabs like existing
slabs

C.3. Strongly keep existing grading plan while
making surface slopes

D. Deliverables
D.1. Clean the site and new structure of debris,
dust, clay, mixture drops, spark spots and
loss

?10MM IpONTUTAaHHBIA AHTUKOPO3UIHOM
KHUTKOCTBIO. [IOBEepX BEpPEeBKH 3aNOJHUTH
CUJIMKOHOM.

A.4.10. Pa3mep AT IpUHUMATh [TOBTOPSISI pa3Mep
CYIIECTBYIOIIHX TLTHT.

A.5. IHCTpyMeHTHI, TEXHUKA, TPAHCTIOPT, PACXOAHBIC
MaTepuabl U SHEPIUs:

A5.1. HHCTpyMeHTHI, TEXHUKA, TPAHCIIOPT,
pacxoHble MaTepHabl IPEIOCTABIACT
HOAPSTINK

A.5.2. 3aka3yuk OpeaoCTaBUT CHIMKOH,
AIIEKTPUIECKYIO SHEPTHIO U HE TIUTHEBYIO BOIY

A.6. TexHuka 6€30MaCHOCTH PaOOTHI;

A.6.1. Tloapsmyuk OOMyCKaeT K MPOEKTY
CIEHAINCTOB U pabOYMX MPOIIE/IINE
WHCTPYKTUPOBAHHBIX IO TEXHUKE OE30MaCHOCTH.

A.6.2. Bce cpenctBa TeXHUKH 6€30I1aCHOCTH
MPEIOCTABIISET MOAPSIIHK.

A.6.3. 3a upe3BbrruaiiHble CIydau U UX MTOCIEACTBUS
(TenecHble TpaBMbI 100 (aTadbHBIA UCXO/,
nopua 1 pa3pylieHue CTPOCHUH ) BO BpeMs
BEJICHHSI TAHHOTO TIPOEKTa OTBETCTBEHHOCTh
HECEeT MOAPSTIHK

A.6.4. Tloapsmuuk oOBs3yeTcst COOMIOIAT YHCTOTY
paboyero yyactka, YUCTUTH €€ B KOHIIE KayKI0r0
pabouero qHS ¥ yOpaTh TeHEPaJIbHO B KOHIIE
MPOEKTa JJIS CIaun

B. JemoHnTaxk
B.1. BriBecTH IeMOHTHPOBAaHHBIN CTPOUTEIHHBIN MyCOp U3
IIOCOJIbCTBA

C. Monrax

C.1. 3anuTh OETOHHBIE TIUTHL U € TIPEAITUCAHHBIM
apPMUPOBaHHUEM M BHIBOJOM BO3AYILIHBIX IIOP
3JIEKTPOBUOPAaTOPOM

C.2. Obnaropoauth pabo4yro MOBEPXHOCTH IUIUT TOA0OHO
CYLIECTBYOLIUX

C.3. IIpu BepTHKaJILHOHN MJIAHUPOBKE B TOUHOCTH
MOBTOPUTH YKIIOH CYIIECTBYIOIIUX TUTUT

D. Cnaua, npuémka
D.1. [Tounctuts pabounii y4aCTOK OT CTPOUTEIHHOTO
Mycopa MbUTH, TPsI3H, Kareidb paCTBOPOB
D.2. lonmycTuMBble OTKIOHEHUS OT IPOEKTa
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D.2. Project tolerance: D.2.1. VYrnasoii nomyck: 1%
D.2.1. Angle 1% D.2.2. Jluneiinsiii nomyck: 3mMM Ha 3000MM
D.2.2. Line 3mm on 3000mm D.2.3. Jlomyck rabaputHbIX pazmMepoB 20MM
D.2.3. Main dimensions 20mm D.2.4. Jlomyck netanbHBIX pa3mMepoB 10mMm
D.2.4. Detail dimensions 10mm D.3. HoBblIe IIHTHI TOKHBI UMETh TOJIOBYIO FapaHTHIO,
D.3. The newly poured slabs will have lyears MOKPBIBAIOIINI BCE JICTAIH U pabOUyIo CHITY B CITydait
warranty, to cover any part and labor. Due to Opaka npoayKTa JIN00 HEeKaYeCTBEHHOW YCTaHOBKH.
poor installation or product failure.
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NO SCALE

DETAIL: CAST IN PLACE CONCRETE ROAD SLAB,
HEAVY DUTY SECTION
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